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Project Design / Proje Tasarım

Our lighting design team provides consultancy 
service for lighting design. Thus, we share our experience 
with you to create the lighting effect that you dream.

Our team is skilled to create both indoor and 
outdoor light design with Dialux. Furthermore outdoor 
facade and landscape light design can be created by our 
team with 3D max.

Aydınlatma tasarım ekibimiz müşterilerimize 
aydınlatma tasarımı konusunda danışmanlık hizmeti sunar, 
böylece mekanlarınızda düşlediğiniz etkiyi oluşturmak için 
tecrübemizi sizlerle paylaşırız. 

Proje ekibimiz Dialux ışık hesap programı ile hem 
iç, hem de dış mekan projelerinde hizmet vermektedir. Bunun 
dışında 3D Max programı yardımı ile dış cephe ve peyzaj 
aydınlatma ugulamalarında gerçeğe yakın simülasyonlar 
yaratıyoruz. 
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Product Design / Ürün Tasarım

Our product design and development team 
continiously develops projects on new product solutions. 
Scope of design process includes easy installation solutions 
on site, stylish outer shapes and functionality in terms of 
efficiency of light output and beam angle control.

Ürün tasarım ekibimiz yeni ürün çözümleri 
üzerine kesintisiz projeler geliştirmektedir. Ürün tasarımı 
kapsamında armatürün  projelerde kolay montaj edilebilmesi 
ve uygulanabilmesi, göze hoş gelen dış görünüş ve verimli 
reflektör veya lens optikler ile kombine edilerek verimli aygıtlar 
yaratmak başlıca kriterlerimizdir.
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Avolux, in collaboration with Jordan Luxar, created an excellent efficiency performance 
in its spotlights with miro silver reflector technology. Depending on application and beam 
angle requirement, both miro 4 silver shiny surface and miro 20 silver matt surface is being 
used. Unique design of faceted finish enables excellent clean light output.

Avolux, Jordan Luxar işbirliğiyle armatürlerinde mükemmel performans sağlayan segmente 
miro silver reflektör çözümlerini uygulamaktadır. Uygulamaya ve farklı açı isteklerine bağlı 
olarak, parlak yüzeye sahip miro 4 silver ve mat yüzeye sahip miro 20 silver alternatifleri 
kullanılmaktadır. Eşsiz tasarıma sahip fasetli yüzey kalitesi ile mükemmel temiz ışık çıkışı 
sağlanır.

Reflector Quality / Reflektör Kalitesi

Segmented Miro Silver - Perfect Performance /
Segmente Miro Silver - Mükemmel Performans
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Pont Light
Miro Silver

Miro MiroSilver Silver
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E-Bebek is the biggest retailer in Turkey for 
babies selling a wide range of products from 
clothes to infant food. The most important 
criteria for the designer of the shopfloor is 
low UGR and zero UV as the infants are much 
more sensitive for such effects than elders. 
Avolux created solutions for such requirements 
by offering Led lighting with accesories 
attachments for required areas. Anti-Glare 
diffusers and white painted raster louvers 
for linear led lines, additionally honeycomb 
louvers for spotlights are being applied.

E-Bebek Türkiye'nin bebek ürünleri satan en 
büyük perakende zinciridir. Bebek giyimden 
bebek mamasına birçok farklı ürün satışı 
bulunan bu zincirin en çok önem verdiği 
nokta ise aydınlatmada düşük kamaşma ve 
sıfır UV ışınımı. Bebekler yetişkinlere göre 
daha hassas vucüt yapıları bu kriteri zorunlu 
kılmaktadır. Avolux bu ihtiyacı armatürlerine 
kolayca uyguladığı Led aydınlatma çözümü ve 
kamaşma önleyici aksesuar seçenekleri ile bu 
ihtiyacı kolayca karşılamaktadır.

Pontlight
LED

A visiually inspiring shop display is one of the 
most powerful tools by which to make your store 
stand out from others. It must capture atten-
tion and curiosity and interest to those passing 
through. Lighting has direct effect on the emotion-
al behaviour of the consumers. Min. CRI>90 LED 
option being preferred to increase the display of 
the colors whereas the frequency of the spotlights 
are planned to create brilliant light level through-
out the shop floor. Pont Light spotlights with high 
efficient reflector optic ensures all these param-
eters for Pont Light partners for all their stores 
worldwide.

www.pontlight.com6
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Main principle of lighting in Koton stores is 
to provide point emphasizes on the objects 
displayed. More light on the displays and less 
on floor by carefully directing the triple gimbals 
throughout shopfloor. Light level is very 
critical. Minimum 2000lux required on display 
areas. To meet this demand, 42W 5000lm Led 
spotlight applications preferred for general 
illumination.

Koton mağazalarının ana aydınlatma prensibi 
teşhirlerde güçlü aydınlatma sağlayıp vurgusal 
aydınlatmayı ön plana çıkarmak. Teşhir 
ürünlerinde en az 2000lux aydınlık seviyesi 
beklenmektedir. Bu ihtiyacı karşılayabilmek 
için 42W 5000lm gücüne sahip Led armatürler 
kullanılmaktadır.

21

Foton

Foton

Foton

Lale

Linea Led Bar

Continious linear led lines chosen to illuminate the 
stairs connecting lower level with upper floor. Creates 
a nice look and effective lighting solution as well.

Alt katı üst kata bağlayan merdiven geçişinin 
aydınlatması sarkıt lineer led armatüler ile sağlanmıştır. 
Hem etkili aydınlatma hem de göze hoş gelen mimari 
görünütü sağlanmıştır.

LED

www.pontlight.com8
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Foton

Foton

Foton

Lale

Linea Led Bar

Continious linear led lines chosen to illuminate the 
stairs connecting lower level with upper floor. Creates 
a nice look and effective lighting solution as well.

Alt katı üst kata bağlayan merdiven geçişinin 
aydınlatması sarkıt lineer led armatüler ile sağlanmıştır. 
Hem etkili aydınlatma hem de göze hoş gelen mimari 
görünütü sağlanmıştır.

LED

www.pontlight.com 9
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Koleksiyon Mobilya is one of the most 
prestigious furniture retailer in Turkey. 
Their latest showroom in Ankara has been 
illuminated by Avolux. 3000K warm white 
color option has been chosen to create warm 
environment. Positioning of the spotlights 
planned accoring to the principle of less light 
on the walking areas and even light distribution 
on the displays throughout whole showroon 
area. 

Koleksiyon Mobilya Türkiye'nin en prestijli 
mobilya perakende şirketlerinden biridir. En son 
açılan Ankara Showroom'u Avolux armatürleri 
ile aydınlatıldı. Sıcak bir ortam sağlamak için 
3000K sıcak beyaz ışık rengi tercih edilen 
projede aydınlatma planında en önem verilen 
kriter genel alanlarını nispeten daha düşük 
aydınlatma seviyesi sağlamak ve teşir ürünleri 
üzerine homojen ve etkili aydınlatma sağlamak 
oldu.

Pont Light

33

Mini Lale

Linea Led Cubus

Indo

Even light distibution on the big displays like sofa is the most important criteria. Avolux project team carefully 
designed the beam angle and position of the spotlights upon the furniture plan provided by Koleksiyon Group.

Işık dağılımının koltuk takımı, yatak gibi büyük teşhirlerin üzerine homojen bir şekilde gelmesi bu proje için en 
önemli kriterdi. Avolux proje ekibi, Koleksiyon Grup'tan gelen mobilya planına göre armatür yerleşim planını ve açı 
seçeneklerini dikkatli bir şekilde planladı.

showroom

www.pontlight.com10
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Mini Lale

Linea Led Cubus

Indo

Even light distibution on the big displays like sofa is the most important criteria. Avolux project team carefully 
designed the beam angle and position of the spotlights upon the furniture plan provided by Koleksiyon Group.

Işık dağılımının koltuk takımı, yatak gibi büyük teşhirlerin üzerine homojen bir şekilde gelmesi bu proje için en 
önemli kriterdi. Avolux proje ekibi, Koleksiyon Grup'tan gelen mobilya planına göre armatür yerleşim planını ve açı 
seçeneklerini dikkatli bir şekilde planladı.

Pont Light

www.pontlight.com 11
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Volkswagen's biggest showroom in Trakya 
region of Turkey has chosen Avolux lighting. 
The main criteria in sales area is to plan 
even light distribution on cars displayed. 
Dimensions of the cars are considerably 
big. For that reason number of spotlights to 
be used together with beam angle choice 
has been carefully planned considering the 
ceiling height of the showroom. Special 4000K 
CRI>90 neutral white LED alternative was the 
most important keypoint for success in this 
application.

Volkswagen'in Trakya bölgesindeki en büyük 
satış noktası Avolux armatürleri ile aydınlatıldı. 
Aydınlatma tasarımında en çok dikkat edilen 
kriter arabaların üzerine homojen ışık dağılımı 
sağlamak oldu. Araba teşhirlerinin ölçüleri 
büyük olduğu için, tavan yüksekliğide dikkate 
alınarak armatür sayısı ve ışık açısı dikkatli bir 
şekilde hesaplandı. Özel CRI>90 4000K led ışık 
kaynağı seçimi projedeki başarının temel sırrı 
oldu.

Lux level on the cars planned in average 1200lux.

Araba üzerinde ortalama lux seviyesi 1200lux olarak düşünüldü.

37

Mavi

Linea Led Cubus

Pont Light

www.pontlight.com12
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Mavi

Linea Led Cubus

www.pontlight.com 13
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Supermarkets are spread over a very large 
area and as such require a certain level of 
homogeneous and uniform lighting to enable 
navigation and the sufficient illumination of all 
products. We recommend minimum 300lux at 
floor level where as 600lux on the shelfs. Avolux 
designed led lines that can be used with single 
and double assymetric reflector optics for such 
purposes. Real, one of the Turkey's highest 
level supermarket chain chosen Avolux fixtures 
to illuminate Gebze branch. Combination 
of linear led lines, tracklights and highbay 
fixtures enabled to implement different lighting 
solutions at the same time. 

Süpermarketler genelde geniş bir alana yayılırlar 
ve aydınlatma mantığı tüm ürünleri ön plana 
çıkaracak homojen aydınlatma prensibine 
dayanır. Biz yürüyüş alanlarında 300lux, 
reyonlarda ise 600lux ortalama aydınlık seviyesi 
öneriyoruz. Avolux, bu ihtiyaca karşılık verecek 
tek ve çift asimetrik reflektöre sahip lineer led 
armatürlerine sahiptir. Türkiye'nin en prestijli 
süpermarket zincirlerinden biri olan Real, Gebze 
şubesinde Avolux aydınlatma çözümlerini tercih 
etti. Lineer asimetrik reflektörlü armatürler, tas 
tipi yüksek tavan aydınlatmaları ve rayspotlardan 
oluşan aydınlatma tasarımı ile farklı aydınlatma 
çözümleri bir arada sağlanmıştır.

39

Atolye

Linea Led Single Assymetric

Mini Lale

Single assymetric led lines provided excellent even light distribution on the wall whereas wide beam angle 
tracklights chosen to illuminate the beverage shelfs.

Duvar görselleri tek asimetrik lineer led armatürler ile mükemmel homojenlikte aydınlatılırken içecek reyonları için 
geniş açılı rayspot armatürler tercih edilmiştir.

Pont Light

Pont Light

LED

asymmetric

www.pontlight.com14
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Atolye

Linea Led Single Assymetric

Mini Lale

Single assymetric led lines provided excellent even light distribution on the wall whereas wide beam angle 
tracklights chosen to illuminate the beverage shelfs.

Duvar görselleri tek asimetrik lineer led armatürler ile mükemmel homojenlikte aydınlatılırken içecek reyonları için 
geniş açılı rayspot armatürler tercih edilmiştir.

LEDasymmetric

Asymmetric

www.pontlight.com 15
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Multichip LED
Recessed
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Power LED
Downright

Multichip LED
Surface

Multichip LED
Pendant
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Multichip LED Tracklight



RAY Tracklight

2222



RAY spot range is magnificent design 
for tracklight applications. Driver and lamp house 
integrated into single cylindrical housing and 
alternatively gearbox can be seperated for higher 
flux requirements. Classical Avolux segmented 
Miro Silver reflector with LOR 93% light efficiency 
used with RAY spotlights. Different accesories 
can be integrated to front ring enables architects 
to use this spotlight range in various different 
applications.

RAY Tracklight

Pont Light
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COB LED Tracklight Series 

LED COB LED

Led Power 32W

System Power 35W

Lumen Output from 
Fixture
CRI>80

2700K 4110

3000K 4240

3500K 4360

4000K 4500

5000K 4640

Lumen Output from 
Fixture
CRI>90

2700K 3700

3000K 3820

3500K 3950

4000K 4050

5000K X

Meat 1800K 2385

Food 2400K 2460

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Ray Maxi

IP

kg
0

60˚40˚30˚20˚12˚
90° 350°

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- With 3-phase universal track adaptor.
-- 1-10V, DALI and switch dimming options available upon request.
-- Dimming option with integrated potentiometer. 
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter, colour filter, antiglare screen and visor accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution.

Ray Maxi / I01.MLT.19160

Ø120mm

19
7m

m

24
2m

m

29
1m

m

Ø120mm

21
7m

m

26
5m

m

Ø120mm 19
7m

m

28
1m

m

33
0m

m

Accessories 

Colour Filter 

Antiglare Screen 

Visor 

Honeycomb Filter 

Art.Nr.: .VBP

Art.Nr.: .VIS

Art.Nr.: .VKO

Art.Nr.: .CLF

26



COB LED Tracklight Series 

LED COB LED

Led Power 32W

System Power 35W

Lumen Output from 
Fixture
CRI>80

2700K 4110

3000K 4240

3500K 4360

4000K 4500

5000K 4640

Lumen Output from 
Fixture
CRI>90

2700K 3700

3000K 3820

3500K 3950

4000K 4050

5000K X

Meat 1800K 2385

Food 2400K 2460

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Ray Maxi

IP

kg
0

60˚40˚30˚20˚12˚
90° 350°

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- With 3-phase universal track adaptor.
-- 1-10V, DALI and switch dimming options available upon request.
-- Dimming option with integrated potentiometer. 
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter, colour filter, antiglare screen and visor accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution.

Ray Maxi / I01.MLT.19160

Ø120mm

19
7m

m

24
2m

m

29
1m

m

Ø120mm

21
7m

m

26
5m

m

Ø120mm 19
7m

m

28
1m

m

33
0m

m

Accessories 

Colour Filter 

Antiglare Screen 

Visor 

Honeycomb Filter 

Art.Nr.: .VBP

Art.Nr.: .VIS

Art.Nr.: .VKO

Art.Nr.: .CLF

COB LED Tracklight Series 

LED COB LED

Led Power  29W

System Power 31W

Lumen Output from 
Fixture  
CRI>80

2700K 3390

3000K 3495

3500K 3600

4000K 3710

5000K 3820

Lumen Output from 
Fixture 
CRI>90

2700K 3050

3000K 3145

3500K 3240

4000K 3340

5000K X

Meat COB 1800K 1965

Food COB 2400K 2025

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Ray

Ray / I01.MLT.18160

Ø104mm

16
3m

m

20
0m

m

24
8m

m

Ø104mm 16
3m

m

23
3m

m

28
1m

m

18
5m

m

23
3m

m

Ø104mm

IP

kg
0

60˚40˚30˚20˚
90° 350°

Accessories 

Colour Filter 

Antiglare Screen 

Art.Nr.: .VKO

Art.Nr.: .CLF

Visor 

Art.Nr.: .VIS

Honeycomb Filter 

Art.Nr.: .VBP

Barn Door 

Art.Nr.: .VFL

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- With 3-phase universal track adaptor.
-- 1-10V, DALI and switch dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter, barn door, colour filter, antiglare screen and visor accesories 
   available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution.
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COB LED Tracklight Series 

LED COB LED

Led Power  13W

System Power 14W

Lumen Output from 
Fixture  
CRI>80

2700K 1470

3000K 1517

3500K 1560

4000K 1610

5000K 1650

Lumen Output from 
Fixture  
CRI>90

2700K 1325

3000K 1365

3500K 1405

4000K 1450

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Wireless Dim π

Ray Mini

50˚36˚20˚

Ray Mini / I01.MLT.17160

21
6m

m

16
9m

m

14
1m

m

Ø70mm

Ø70mm 14
1m

m

18
3m

m

23
0m

m

Ø70mm

13
3m

m

17
5m

m

Accessories 

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

Barn Door 

Art.Nr.: .VFL

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- With 3-phase universal track adaptor.
-- 1-10V, DALI and switch dimming options available upon request.
-- Dimming option with integrated potentiometer. 
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter, colour filter, antiglare screen and visor accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution.

IP

kg
0

90° 350°

28



COB LED Tracklight Series 

LED COB LED

Led Power  13W

System Power 14W

Lumen Output from 
Fixture  
CRI>80

2700K 1470

3000K 1517

3500K 1560

4000K 1610

5000K 1650

Lumen Output from 
Fixture  
CRI>90

2700K 1325

3000K 1365

3500K 1405

4000K 1450

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Wireless Dim π

Ray Mini

50˚36˚20˚

Ray Mini / I01.MLT.17160

21
6m

m

16
9m

m

14
1m

m

Ø70mm

Ø70mm 14
1m

m

18
3m

m

23
0m

m

Ø70mm

13
3m

m

17
5m

m

Accessories 

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

Barn Door 

Art.Nr.: .VFL

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- With 3-phase universal track adaptor.
-- 1-10V, DALI and switch dimming options available upon request.
-- Dimming option with integrated potentiometer. 
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter, colour filter, antiglare screen and visor accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution.

IP

kg
0

90° 350°
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COB LED Tracklight Series

Lens optic enables effective beam angle control 
from superspot to wide beam angle choices.

By simply downloading the XIMtroller application, you can control the Xicato XID 
module integrated PICO's by bluetooth wireless signal.

220-240V 
mains Input

29



CAPPADOCIA Tracklight

Narrow minimal gearbox. 
Width is not more than track 
itself creates high architectural 
look.

3030



CAPPADOCIA Tracklight

Narrow minimal gearbox. 
Width is not more than track 
itself creates high architectural 
look.

CAPPADOCIA, the powerful spotlight 
series with up to 4000lm fulfills even most 
demanding lighting requirements. Minimal driver 
box and lamp house integration creates 
aesthetic look. Classical segmented Miro 
Silver reflector with LOR 93% light efficiency 
used with CAPPADOCIA spotlights. Different 
accesories can be integrated to front ring 
enables architects to use this spotlight range 
in various different applications.

3131
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COB LED Tracklight Series 

LED COB LED

Led Power  32W

System Power 35W

Lumen Output from 
Fixture  
CRI>80

2700K 3915

3000K 4035

3500K 4150

4000K 4280

5000K 4400

Lumen Output from 
Fixture  
CRI>90

2700K 3520

3000K 3630

3500K 3740

4000K 3850

5000K X

Meat COB 1800K 2270

Food COB 2400K 2340

Mains Switch Dim Option X

1-10V Dimming Option X

Dali Dimming Option π

Cappadocia Maxi

Cappadocia Maxi / I01.MLT.26160

50mm

18
0m

m

Ø
85

m
m

38
m

m

153mm

Ø85mm

14
0m

m20
9m

m

38
m

m

153mm

Ø
85

m
m

140mm

250mm

18
0m

m

In Dali dimmable version, size/shape 
of the driver box changes.

Accessories 

Colour Filter 

Antiglare Screen 

Art.Nr.: .VKO

Art.Nr.: .CLF

Visor 

Art.Nr.: .VIS

Honeycomb Filter 

Art.Nr.: .VBP

IP

kg
1.1

30˚20˚
90° 350°

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- With 3-phase universal track adaptor.
-- DALI dimming option available upon request with alternative driver box.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter, colour filter, antiglare screen and visor accesories available. 
-- Narrow and medium beam angle options available with rotationally symmetric 
   light distribution.

Ø85mm

14
0m

m22
6m

m
27

8m
m 63

m
m

153mm

3333
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COB LED Tracklight Series

LED COB LED

Led Power  25W

System Power 27W

Lumen Output from 
Fixture  
CRI>80

2700K 2885

3000K 2976

3500K 3065

4000K 3155

5000K 3250

Lumen Output from 
Fixture  
CRI>90

2700K 2800

3000K 2885

3500K 2970

4000K 3060

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option X

1-10V Dimming Option X

Dali Dimming Option π

Cappadocia Mini

Cappadocia Mini / I01.MLT.16160

Ø75mm

11
5m

m

17
5m

m

50
m

m

20
1m

m

153mm

Ø75mm 11
5m

m

19
5m

m

22
1m

m

153mm

Ø75mm

15
0m

m

39mm

17
6m

m

In Dali dimmable version, size/shape 
of the driver box changes.

Accessories 

IP

kg
0.8

36˚24˚
90° 350°

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- With 3-phase universal track adaptor.
-- DALI dimming option available upon request with alternative driver box.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter, colour filter, antiglare screen and visor accesories available. 
-- Narrow and medium beam angle options available with rotationally symmetric 
   light distribution.

Ø75mm

11
5m

m

18
4m

m

23
6m

m

153mm

63
m

m

Colour Filter 

Antiglare Screen 

Art.Nr.: .VKO

Art.Nr.: .CLF

Visor

Art.Nr.: .VIS

Honeycomb Filter 

Art.Nr.: .VBP

3434



M
ul

tic
hi

p 
Le

d 
Tr

ac
kl

ig
ht

 

COB LED Tracklight Series

LED COB LED

Led Power 25W

System Power 27W

Lumen Output from 
Fixture  
CRI>80

2700K 2885

3000K 2976

3500K 3065

4000K 3155

5000K 3250

Lumen Output from 
Fixture  
CRI>90

2700K 2800

3000K 2885

3500K 2970

4000K 3060

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option X

1-10V Dimming Option X

Dali Dimming Option π

Cappadocia Mini

Cappadocia Mini / I01.MLT.16160

Ø75mm

11
5m

m

17
5m

m

50
m

m

20
1m

m

153mm

Ø75mm 11
5m

m

19
5m

m

22
1m

m

153mm

Ø75mm

15
0m

m

39mm

17
6m

m

In Dali dimmable version, size/shape 
of the driver box changes.

Accessories 

IP

kg
0.8

36˚24˚
90° 350°

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- With 3-phase universal track adaptor.
-- DALI dimming option available upon request with alternative driver box.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter, colour filter, antiglare screen and visor accesories available.
-- Narrow and medium beam angle options available with rotationally symmetric 
   light distribution.

Ø75mm

11
5m

m

18
4m

m

23
6m

m

153mm

63
m

m

Colour Filter 

Antiglare Screen 

Art.Nr.: .VKO

Art.Nr.: .CLF

Visor

Art.Nr.: .VIS

Honeycomb Filter 

Art.Nr.: .VBP

COB LED Tracklight Series 

LED COB LED

Led Power  26W

System Power 28W

Lumen Output from 
Fixture  
CRI>80

2700K 3240

3000K 3340

3500K 3440

4000K 3545

5000K 3650

Lumen Output from 
Fixture  
CRI>90

2700K 2950

3000K 3040

3500K 3130

4000K 3220

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option X

1-10V Dimming Option X

Dali Dimming Option X

228mm

Ø85mm

17
5m

m

228mm

Ø85mm

14
0m

m21
3m

m

Cappadocia Maxi Deco

Cappadocia Maxi Deco / I01.MLT.26165
-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- With 3-phase universal track adaptor with integrated led driver.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter, colour filter, antiglare screen and visor accesories available.
-- Narrow and medium beam angle options available with rotationally symmetric 
   light distribution.
-- Integrated driver and track adaptor system minimizes the appearance of the fitting.

IP

kg
1

30˚20˚
90° 350°

Accessories 

Colour Filter 

Antiglare Screen 

Art.Nr.: .VKO

Art.Nr.: .CLF

Visor 

Art.Nr.: .VIS

Honeycomb Filter 

Art.Nr.: .VBP

3535
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COB LED Tracklight Series

LED COB LED

Led Power  22W

System Power 24W

Lumen Output from 
Fixture  
CRI>80

2700K 2650

3000K 2740

3500K 2820

4000K 2900

5000K 3000

Lumen Output from 
Fixture  
CRI>90

2700K 2400

3000K 2470

3500K 2540

4000K 2620

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option X

1-10V Dimming Option X

Dali Dimming Option X

162mm

Ø75mm

15
0m

m

162mm

Ø75mm

11
5m

m17
7m

m

Cappadocia Mini Deco

Cappadocia Mini Deco / I01.MLT.16165
-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- With 3-phase universal track adaptor with integrated led driver.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter, colour filter, antiglare screen and visor accesories available.
-- Narrow and medium beam angle options available with rotationally symmetric 
   light distribution.
-- Integrated driver and track adaptor system minimizes the appearance of the fitting.

IP

kg
0.7

36˚24˚
90° 350°

Accessories 

Colour Filter 

Antiglare Screen 

Art.Nr.: .VKO

Art.Nr.: .CLF

Visor 

Art.Nr.: .VIS

Honeycomb Filter 

Art.Nr.: .VBP

3636
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COB LED Tracklight Series

LED COB LED

Led Power  22W

System Power 24W

Lumen Output from 
Fixture  
CRI>80

2700K 2650

3000K 2740

3500K 2820

4000K 2900

5000K 3000

Lumen Output from 
Fixture  
CRI>90

2700K 2400

3000K 2470

3500K 2540

4000K 2620

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option X

1-10V Dimming Option X

Dali Dimming Option X

162mm

Ø75mm

15
0m

m

162mm

Ø75mm

11
5m

m17
7m

m

Cappadocia Mini Deco

Cappadocia Mini Deco / I01.MLT.16165
-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- With 3-phase universal track adaptor with integrated led driver.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter, colour filter, antiglare screen and visor accesories available.
-- Narrow and medium beam angle options available with rotationally symmetric 
   light distribution.
-- Integrated driver and track adaptor system minimizes the appearance of the fitting.

IP

kg
0.7

36˚24˚
90° 350°

Accessories 

Colour Filter 

Antiglare Screen 

Art.Nr.: .VKO

Art.Nr.: .CLF

Visor 

Art.Nr.: .VIS

Honeycomb Filter 

Art.Nr.: .VBP

COB LED Tracklight Series 

LED COB LED

Led Power  32W

System Power 35W

Lumen Output from 
Fixture 
CRI>80

2700K 3915

3000K 4035

3500K 4150

4000K 4280

5000K 4400

Lumen Output from 
Fixture  
CRI>90

2700K 3520

3000K 3630

3500K 3740

4000K 3850

5000K X

Meat COB 1800K 2270

Food COB 2400K 2340

Mains Switch Dim Option X

1-10V Dimming Option X

Dali Dimming Option π

Ø85
mm

140mm

31
5m

m

Ø
85

m
m

140mm

23
0m

m

Ø85mm

26
7m

m

Cappadocia Maxi Zigzag

Cappadocia Maxi Zigzag / I01.MLT.26170

IP

kg
1.3

30˚20˚
350° 350°

Accessories

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- With 3-phase universal track adaptor.
-- DALI dimming option available upon request with alternative driver box.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter, colour filter, antiglare screen and visor accesories available.
-- Narrow and medium beam angle options available with rotationally symmetric 
   light distribution.
-- Rotational arm structure maximizes the flexibility of the lamp house adjustment to 
   different directions. 

Colour Filter 

Antiglare Screen 

Art.Nr.: .VKO

Art.Nr.: .CLF

Visor 

Art.Nr.: .VIS

Honeycomb Filter 

Art.Nr.: .VBP

Z=7cm
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COB LED Tracklight SeriesCappadocia Maxi Zigzag

Thanks to its special design bracket system, Cappadocia Maxi Zigzag maximizes 
the flexibility of directing the lightsource. Can be used in many different 
applications including cove lighting, indirect track lighting applications etc.

3838
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COB LED Tracklight SeriesCappadocia Maxi Zigzag

Thanks to its special design bracket system, Cappadocia Maxi Zigzag maximizes 
the flexibility of directing the lightsource. Can be used in many different 
applications including cove lighting, indirect track lighting applications etc.

39



BAVYERA Tracklight

40



BAVYERA Tracklight

�- �� � �-�� 

----
,-� 
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COB LED Tracklight Series Bavyera

LED COB LED

Led Power  32W

System Power 35W

Lumen Output from 
Fixture  
CRI>80

2700K 3700

3000K 3845

3500K 3960

4000K 4080

5000K 4200

Lumen Output from 
Fixture  
CRI>90

2700K 3325

3000K 3465

3500K 3570

4000K 3675

5000K X

Meat COB 1800K 2165

Food COB 2400K 2230

Mains Switch Dim Option X

1-10V Dimming Option X

Dali Dimming Option π

Bavyera / I01.MLT.20160

IP

kg
0

60˚40˚30˚20˚
90° 350°

Accessories 

Colour Filter 

Antiglare Screen 

Art.Nr.: .VKO

Art.Nr.: .CLF

Visor 

Art.Nr.: .VIS

Honeycomb Filter 

Art.Nr.: .VBP

Ø110mm

15
5m

m

21
8m

m

26
0m

m

Ø110mm 15
5m

m

Ø110mm

21
0m

m

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- With 3-phase universal track adaptor.
-- DALI dimming option available upon request with alternative driver box.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter, colour filter, antiglare screen and visor accesories available. 
-- Narrow and medium beam angle options available with rotationally symmetric 
   light distribution.

4242



COB LED Tracklight Series Bavyera

LED COB LED

Led Power  32W

System Power 35W

Lumen Output from 
Fixture  
CRI>80

2700K 3700

3000K 3845

3500K 3960

4000K 4080

5000K 4200

Lumen Output from 
Fixture  
CRI>90

2700K 3325

3000K 3465

3500K 3570

4000K 3675

5000K X

Meat COB 1800K 2165

Food COB 2400K 2230

Mains Switch Dim Option X

1-10V Dimming Option X

Dali Dimming Option π

Bavyera / I01.MLT.20160

IP

kg
0

60˚40˚30˚20˚
90° 350°

Accessories 

Colour Filter 

Antiglare Screen 

Art.Nr.: .VKO

Art.Nr.: .CLF

Visor 

Art.Nr.: .VIS

Honeycomb Filter 

Art.Nr.: .VBP

Ø110mm

15
5m

m

21
8m

m

26
0m

m

Ø110mm 15
5m

m

Ø110mm

21
0m

m

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- With 3-phase universal track adaptor.
-- DALI dimming option available upon request with alternative driver box.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter, colour filter, antiglare screen and visor accesories available. 
-- Narrow and medium beam angle options available with rotationally symmetric 
   light distribution.
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COB LED Tracklight Series

LED COB LED

Led Power  21W

System Power 23W

Lumen Output from 
Fixture  
CRI>80

2700K 2460

3000K 2530

3500K 2610

4000K 2690

5000K 2770

Lumen Output from 
Fixture  
CRI>90

2700K 2220

3000K 2290

3500K 2355

4000K 2425

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option X

1-10V Dimming Option X

Dali Dimming Option X

Mini Bavyera

Mini Bavyera / I01.MLT.21160

IP

kg
0.7

90° 350°

Accessories 

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- With 3-phase universal track adaptor.
-- DALI dimming option available upon request with alternative driver box.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter, colour filter, antiglare screen and visor accesories available. 
-- Narrow and medium beam angle options available with rotationally symmetric 
   light distribution.

Ø86mm

11
9m

m
16

7m
m

20
9m

m

Ø86
mm

119mm

18
8m

m

23
0m

m

Ø86mm

15
5m

m

19
7m

m

Colour Filter 

Antiglare Screen 

Art.Nr.: .VKO

Art.Nr.: .CLF

Visor 

Art.Nr.: .VIS

Honeycomb Filter 

Art.Nr.: .VBP

36˚24˚

434343



SILINDIR Tracklight

4444



SILINDIR spot is a magnificent design 
for tracklight applications. Driver and lamp house 
integrated into single cylindrical housing. Thanks 
to its extruded aluminium profile structure, lenght 
of arm can be adjusted optionally as per 
customer request. Classical segmented Miro 
Silver reflector with LOR 93% light efficiency 
used with SILINDIR spotlights. Different 
accesories can be integrated to front ring 
enables architects to use this spotlight range 
in various different applications.

454545



COB LED Tracklight Series 

LED COB LED

Led Power  29W

System Power 32W

Lumen Output from 
Fixture  
CRI>80

2700K 3450

3000K 3550

3500K 3660

4000K 3770

5000K 3885

Lumen Output from 
Fixture  
CRI>90

2700K 3100

3000K 3200

3500K 3295

4000K 3390

5000K X

Meat COB 1800K 2000

Food COB 2400K 2060

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Silindir Maxi

Silindir Maxi / I01.MLT.18190

Ø85
mm

235mm

27
4m

m

31
6m

m

Ø85mm

23
5m

m30
5m

m

26
3m

m

Ø85mm

16
0m

m

20
2m

m

IP

kg
1.3

90° 350°

Accessories 

Colour Filter 

Antiglare Screen 

Art.Nr.: .VKO

Art.Nr.: .CLF

Visor 

Art.Nr.: .VIS

Honeycomb Filter 

Art.Nr.: .VBP

30˚20˚

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- With 3-phase universal track adaptor.
-- 1-10V, DALI and switch dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter, colour filter, antiglare screen and visor accesories available.
-- Narrow and medium beam angle options available with rotationally symmetric light 
   distribution.
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COB LED Tracklight Series 

LED COB LED

Led Power  29W

System Power 32W

Lumen Output from 
Fixture  
CRI>80

2700K 3450

3000K 3550

3500K 3660

4000K 3770

5000K 3885

Lumen Output from 
Fixture  
CRI>90

2700K 3100

3000K 3200

3500K 3295

4000K 3390

5000K X

Meat COB 1800K 2000

Food COB 2400K 2060

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Silindir Maxi

Silindir Maxi / I01.MLT.18190

Ø85
mm

235mm

27
4m

m

31
6m

m

Ø85mm

23
5m

m30
5m

m

26
3m

m

Ø85mm

16
0m

m

20
2m

m

IP

kg
1.3

90° 350°

Accessories 

Colour Filter 

Antiglare Screen 

Art.Nr.: .VKO

Art.Nr.: .CLF

Visor 

Art.Nr.: .VIS

Honeycomb Filter 

Art.Nr.: .VBP

30˚20˚

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- With 3-phase universal track adaptor.
-- 1-10V, DALI and switch dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter, colour filter, antiglare screen and visor accesories available.
-- Narrow and medium beam angle options available with rotationally symmetric light 
   distribution.
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COB LED Tracklight Series

LED COB LED

Led Power  21W

System Power 23W

Lumen Output from 
Fixture  
CRI>80

2700K 2460

3000K 2530

3500K 2610

4000K 2690

5000K 2770

Lumen Output from 
Fixture  
CRI>90

2700K 2220

3000K 2290

3500K 2355

4000K 2425

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Silindir Mini

Silindir Mini / I01.MLT.18195

Ø71mm

20
0m

m

Ø71
mm

200mm
Ø71mm

IP

kg
1

90° 350°

Colour Filter 

Antiglare Screen 

Art.Nr.: .VKO

Art.Nr.: .CLF

Visor 

Art.Nr.: .VIS

Honeycomb Filter

Art.Nr.: .VBP

Accessories 

36˚24˚

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- With 3-phase universal track adaptor.
-- 1-10V, DALI and switch dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter, colour filter, antiglare screen and visor accesories available.
-- Narrow and medium beam angle options available with rotationally symmetric light 
   distribution.
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CANON Tracklight

CANON enables integration of driver 
and LED in one housing. Clever arm mechanism 
maximizes the flexibility of adjustment of the 
lightsource. High efficient miro silver reflector 
technology integrated with highest lumen/watt 
COBs enables this range operate over 100lm/w.

Different beam angle and color 
temperature options together with accesories 
choices creates flexibility to adapt wide choice of 
applications. 
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CANON Tracklight

CANON enables integration of driver 
and LED in one housing. Clever arm mechanism 
maximizes the flexibility of adjustment of the 
lightsource. High efficient miro silver reflector 
technology integrated with highest lumen/watt 
COBs enables this range operate over 100lm/w.

Different beam angle and color 
temperature options together with accesories 
choices creates flexibility to adapt wide choice of 
applications. 
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COB LED Tracklight Series

LED COB LED

Led Power  29W

System Power 31W

Lumen Output from 
Fixture  
CRI>80

2700K 3680

3000K 3800

3500K 3915

4000K 4030

5000K 4150

Lumen Output from 
Fixture  
CRI>90

2700K 3385

3000K 3490

3500K 3595

4000K 3700

5000K X

Meat COB 1800K 2185

Food COB 2400K 2250

Mains Switch Dim Option π

1-10V Dimming Option X

Dali Dimming Option X

Canon

Canon / I01.MLT.03019

IP

kg
2.5

60˚40˚30˚20˚12˚
180° 350° Z=60cm

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- With 3-phase universal track adaptor.
-- 1-10V, DALI and switch dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver and special color options.
-- Honeycomb filter, colour filter, antiglare screen and visor accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution.
-- Extra flexible adjustment. Apart from X and Y axis, also 60cm movement in Z axis is 
   possible.

25
7m

m

34
6m

m
142mm

34
0 

- 9
50

m
m

11
8,

5m
m

85mm

313mm
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YARASA Tracklight

5050



YARASA Tracklight

YARASA created a new era on aisle 
area lighting. High efficient innovative miro 
reflector optic design maximizes the spacing of 
luminaires up to 3.00mt with very bright and even 
illumination along the shelves. This luminaire 
can be incorporated with food and non-food 
luminaires as well.

Compared with traditional continious 
strip lighting, YARASA will create a much more 
comfortable shopping environment by reducing 
the luminaire density on ceiling that will create a 
great energy saving at the same time.
A perfect option for shelf-lighting. 

515151



COB LED Tracklight Series Yarasa

LED COB LED

Led Power  90W

System Power 94W

Lumen Output from 
Fixture  
CRI>80

2700K 10700

3000K 11040

3500K 11375

4000K 11715

5000K 12060

Lumen Output from 
Fixture  
CRI>90

2700K 9740

3000K 10030

3500K 10330

4000K 10640

5000K X

Meat COB 1800K 6400

Food COB 2400K 6625

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

-- Aluminium die-cast body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- With 3-phase universal track adaptor.
-- 1-10V, DALI and switch dimming options available upon request.
-- Basic colours: white, black, silver and special color options available upon request. 
-- Custom design batwing optical structure.

Yarasa / I01.MLT.40430

IP

kg
2.9

307mm

21
0m

m

260mm

21
0m

m

68mm

26
0m

m

307mm

68
m

m

0° 0°
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COB LED Tracklight Series Yarasa

LED COB LED

Led Power  90W

System Power 94W

Lumen Output from 
Fixture  
CRI>80

2700K 10700

3000K 11040

3500K 11375

4000K 11715

5000K 12060

Lumen Output from 
Fixture  
CRI>90

2700K 9740

3000K 10030

3500K 10330

4000K 10640

5000K X

Meat COB 1800K 6400

Food COB 2400K 6625

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

-- Aluminium die-cast body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- With 3-phase universal track adaptor.
-- 1-10V, DALI and switch dimming options available upon request.
-- Basic colours: white, black, silver and special color options available upon request. 
-- Custom design batwing optical structure.

Yarasa / I01.MLT.40430

IP

kg
2.9

307mm

21
0m

m

260mm

21
0m

m

68mm

26
0m

m

307mm

68
m

m

0° 0°
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COB LED Tracklight SeriesYarasa

Custom design batwing reflector creates a wonderful even light distribution on both 
sides. Up to 3.00mt spacing between luminaires is possible that enables a very high 
amount of energy saving. Average lux level will be 600lux on both sides with an advised 
mounting height of 3.00-3.30mt and shelf spacing of 1.80-2.00mt.

I01.MLT.40430

20
0c

m

180cm

30
0c

m

535353



Integrated tube and gearbox with 
minimal size creates nice appearence. Highest 
lumen per watt LED options preffered to increase 
the functionality. Clever heatsink design enables 
maximum lifetime with minimal outer dimensions. 
High efficient miro silver reflector technology 
enables efficiency of the spotlight over 100lm/w.

Different beam angle and color 
temperature options together with accesories 
choices creates flexibility to adapt wide choice of 
applications.

GRAZE Tracklight
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Integrated tube and gearbox with 
minimal size creates nice appearence. Highest 
lumen per watt LED options preffered to increase 
the functionality. Clever heatsink design enables 
maximum lifetime with minimal outer dimensions. 
High efficient miro silver reflector technology 
enables efficiency of the spotlight over 100lm/w.

Different beam angle and color 
temperature options together with accesories 
choices creates flexibility to adapt wide choice of 
applications.

GRAZE Tracklight
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COB LED Tracklight Series

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- With 3-phase universal track adaptor.
-- DALI, 1-10V and switch dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter, colour filter, antiglare screen and visor accesories available. 
-- Narrow and medium beam angle options available with rotationally symmetric 
   light distribution.

LED COB LED

Led Power  32W

System Power 35W

Lumen Output from 
Fixture  
CRI>80

2700K 3915

3000K 4035

3500K 4150

4000K 4280

5000K 4400

Lumen Output from 
Fixture  
CRI>90

2700K 3520

3000K 3630

3500K 3740

4000K 3850

5000K X

Meat COB 1800K 2270

Food COB 2400K 2340

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Graze

Graze / I01.MLT.26180

Ø85
mm

140mm

19
2m

m
12

7m
m

24
1m

m

Ø85mm

14
0m

m

19
5m

m

148mm

50mm

12
7m

m

24
4m

m

50mm

12
7m

m

Ø85mm

148mm

17
6m

m

IP

kg
1.1

180° 350°

Accessories 

Colour Filter 

Antiglare Screen 

Art.Nr.: .VKO

Art.Nr.: .CLF

Visor 

Art.Nr.: .VIS

Honeycomb Filter 

Art.Nr.: .VBP

30˚20˚
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PICO Tracklight

PICO is a very small architectural 
spotlight that incorporates 12V DC/DC converter 
built in spotlight housing together with high 
power LED and reflector optic. This spotlight is 
convenient to be used in low voltage single phase 
track. Innovative minimal design widely preffered 
in many different applications. Antiglare front 
cap, honeycomb filter and colour filter accesories 
can be incorporated.

Alternatively Xicato wireless dim control 
system can be incorporated enables controlling 
the light of the PICO through your iphone or 
android.
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PICO Tracklight

PICO is a very small architectural 
spotlight that incorporates 12V DC/DC converter 
built in spotlight housing together with high 
power LED and reflector optic. This spotlight is 
convenient to be used in low voltage single phase 
track. Innovative minimal design widely preffered 
in many different applications. Antiglare front 
cap, honeycomb filter and colour filter accesories 
can be incorporated.

Alternatively Xicato wireless dim control 
system can be incorporated enables controlling 
the light of the PICO through your iphone or 
android.
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COB LED Tracklight Series 

LED COB LED

Led Power 5W

System Power 6W

Lumen Output from 
Fixture  
CRI>80

2700K 405

3000K 420

3500K 430

4000K 445

5000K 460

Lumen Output from 
Fixture  
CRI>90

2700K 365

3000K 375

3500K 387

4000K 400

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option π

1-10V Dimming Option X

Dali Dimming Option X

Wireless Dim π

Pico

Pico / I01.MLT.15160

IP

kg
0.2

45˚30˚15˚
90° 350°

-- Die-cast aluminium body.
-- 12V low voltage system.
-- Clever thermal design.
-- With single phase track adaptor.
-- Switch dimming option available upon request.
-- Clear PC glass. 
-- Basic colours: white, black, silver and special color options.
-- Honeycomb filter, colour filter and antiglare screen accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution.

Ø46mm

11
5m

m

Ø46
mm

59mm

13
0m

m

Ø
46

m
m

59mm

11
5m

m

Honeycomb Filter 

Art.Nr.: .VBP

Accessories 

Colour Filter 

Antiglare Screen 

Art.Nr.: .VKO

Art.Nr.: .CLF
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COB LED Tracklight Series 

220-240V 
mains Input

Pico

12V DC LED 
Driver

Minimal design low voltage tracklight. Can be installed to track up to the 
quantity that meets until the total power of central driver connected to single 
phase track system.

Beam Angle: 30° (Miro Silver) 6W COB LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 16.7° 1894

4285

E(0)°
E(C0) 16.7°

1071
473

476
210

268
118

171
76

119
53

E(0)°
E(C0) 16.7°

E(0)°
E(C0) 16.7°

E(0)°
E(C0) 16.7°

E(0)°
E(C0) 16.7°

0.30

0.60

0.90

1.20

1.50

1.803.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

1000

1500

2000

3000

cd/klm
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COB LED Tracklight Series 

220-240V 
mains Input

Pico

12V DC LED 
Driver

Minimal design low voltage tracklight. Can be installed to track up to the 
quantity that meets until the total power of central driver connected to single 
phase track system.

Beam Angle: 30° (Miro Silver) 6W COB LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 16.7° 1894

4285

E(0)°
E(C0) 16.7°

1071
473

476
210

268
118

171
76

119
53

E(0)°
E(C0) 16.7°

E(0)°
E(C0) 16.7°

E(0)°
E(C0) 16.7°

E(0)°
E(C0) 16.7°

0.30

0.60

0.90

1.20

1.50

1.803.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

1000

1500

2000

3000

cd/klm
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COB LED Tracklight Series 

220-240V 
mains Input

Pico

48V DC LED 
Driver

By simply downloading the XIMtroller application, you can control the Xicato XID 
module integrated PICO's by bluetooth wireless signal.

595959





Multichip LED Ankastre
Multichip LED Recessed



COB LED Recessed Series 

LED COB LED

Led Power  32W

System Power 35W

Lumen Output from 
Fixture  
CRI>80

2700K 4100

3000K 4250

3500K 4375

4000K 4500

5000K 4650

Lumen Output from 
Fixture  
CRI>90

2700K 3650

3000K 3800

3500K 3915

4000K 4030

5000K X

Meat COB 1800K 2385

Food COB 2400K 2460

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Tunable White  π

Delta

Delta / I01.MLR.16014

IP

kg
1.3

30° 30°

Colour Filter

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

30˚20˚12˚ 40˚ 60˚

Ø170mm

Ø182mm

Ø115mm

12
5m

m

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI and switch dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution. 
-- Emergency kit system can be integrated.

Accessories

COB LED Recessed Series 

LED COB LED

Led Power  26W

System Power 28W

Lumen Output from 
Fixture  
CRI>80

2700K 3150

3000K 3250

3500K 3350

4000K 3450

5000K 3550

Lumen Output from 
Fixture  
CRI>90

2700K 2860

3000K 2950

3500K 3040

4000K 3135

5000K X

Meat COB 1800K 1725

Food COB 2400K 1775

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Tunable White  π

Mini Torres

Mini Torres / I01.MLR.17010

IP

kg
0.7

20° 20°
30˚20˚ 40˚ 60˚

Ø120mm

Ø138mm

Ø94mm

Ø138mm

90
m

m

Ø94mm

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI and switch dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution. 
-- Emergency kit system can be integrated.

Accessories / Aksesuarlar
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COB LED Recessed Series 

LED COB LED

Led Power  26W

System Power 28W

Lumen Output from 
Fixture  
CRI>80

2700K 3150

3000K 3250

3500K 3350

4000K 3450

5000K 3550

Lumen Output from 
Fixture  
CRI>90

2700K 2860

3000K 2950

3500K 3040

4000K 3135

5000K X

Meat COB 1800K 1725

Food COB 2400K 1775

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Tunable White  π

Mini Torres

Mini Torres / I01.MLR.17010

IP

kg
0.7

20° 20°
30˚20˚ 40˚ 60˚

Ø120mm

Ø138mm

Ø94mm

Ø138mm

90
m

m

Ø94mm

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI and switch dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution. 
-- Emergency kit system can be integrated.

Accessories / Aksesuarlar
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COB LED Recessed Series 

LED COB LED

Led Power  32W

System Power 35W

Lumen Output from 
Fixture  
CRI>80

2700K 4100

3000K 4250

3500K 4375

4000K 4500

5000K 4650

Lumen Output from 
Fixture  
CRI>90

2700K 3650

3000K 3800

3500K 3915

4000K 4030

5000K X

Meat COB 1800K 2385

Food COB 2400K 2460

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Zebra

Zebra / I01.MLR.30238

IP

kg
1.3

90° 350°

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI and switch dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution. 
-- Emergency kit system can be integrated.

Accessories

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

30˚20˚12˚ 40˚ 60˚

Ø170mm

Ø182mm

13
6m

m

Ø119mm

Ø119mm

Ø182mm
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COB LED Recessed Series 

LED COB LED

Led Power  32W

System Power 35W

Lumen Output from 
Fixture  
CRI>80

2700K 4100

3000K 4250

3500K 4375

4000K 4500

5000K 4650

Lumen Output from 
Fixture  
CRI>90

2700K 3650

3000K 3800

3500K 3915

4000K 4030

5000K X

Meat COB 1800K 2385

Food COB 2400K 2460

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Zebra

Zebra / I01.MLR.30238

IP

kg
1.3

90° 350°

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI and switch dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution. 
-- Emergency kit system can be integrated.

Accessories

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

30˚20˚12˚ 40˚ 60˚

Ø170mm

Ø182mm

13
6m

m

Ø119mm

Ø119mm

Ø182mm
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COB LED Recessed Series 

LED COB LED

Led Power  26W

System Power 28W

Lumen Output from 
Fixture  
CRI>80

2700K 3150

3000K 3250

3500K 3350

4000K 3450

5000K 3550

Lumen Output from 
Fixture  
CRI>90

2700K 2860

3000K 2950

3500K 3040

4000K 3135

5000K X

Meat COB 1800K 1725

Food COB 2400K 1775

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI and switch dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution. 
-- Emergency kit system can be integrated.

Mini Zebra

Mini Zebra / I01.MLR.20238

IP

kg
0.9

90° 350°

Accessories 

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

30˚20˚ 40˚ 60˚

Ø138mm
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COB LED Recessed Series 

LED COB LED

Led Power  32W

System Power 35W

Lumen Output from 
Fixture  
CRI>80

2700K 4100

3000K 4250

3500K 4375

4000K 4500

5000K 4650

Lumen Output from 
Fixture  
CRI>90

2700K 3650

3000K 3800

3500K 3915

4000K 4030

5000K X

Meat COB 1800K 2385

Food COB 2400K 2460

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Manna

Manna / I01.MLR.09001

IP

kg
1.9

30° 30°

Accessories 

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

30˚20˚12˚ 40˚ 60˚

160X160mm

Ø115mm

176mm

17
6m

m

Ø115mm

176mm

14
0m

m

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI and switch dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution. 
-- Emergency kit system can be integrated.
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COB LED Recessed Series 

LED COB LED

Led Power  32W

System Power 35W

Lumen Output from 
Fixture  
CRI>80

2700K 4100

3000K 4250

3500K 4375

4000K 4500

5000K 4650

Lumen Output from 
Fixture  
CRI>90

2700K 3650

3000K 3800

3500K 3915

4000K 4030

5000K X

Meat COB 1800K 2385

Food COB 2400K 2460

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Manna

Manna / I01.MLR.09001

IP

kg
1.9

30° 30°

Accessories 

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

30˚20˚12˚ 40˚ 60˚

160X160mm

Ø115mm

176mm

17
6m

m

Ø115mm

176mm

14
0m

m

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI and switch dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution. 
-- Emergency kit system can be integrated.

COB LED Recessed Series 

LED COB LED

Led Power  2x32W

System Power 2x35W

Lumen Output from 
Fixture  
CRI>80

2700K 8200

3000K 8500

3500K 8750

4000K 9000

5000K 9300

Lumen Output from 
Fixture  
CRI>90

2700K 7300

3000K 7600

3500K 7830

4000K 8060

5000K X

Meat COB 1800K 4770

Food COB 2400K 4920

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Manna

Manna / I01.MLR.09002

IP

kg
3.7

30° 30°
30˚20˚12˚ 40˚ 60˚

160X310mm

Ø115mm
330mm

17
6m

m

Ø115mm

Ø115mm
330mm

14
0m

m

Ø115mm

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI and switch dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution. 
-- Emergency kit system can be integrated.
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COB LED Recessed Series 

LED COB LED

Led Power  3x32W

System Power 3x35W

Lumen Output from 
Fixture  
CRI>80

2700K 12300

3000K 12750

3500K 13125

4000K 13500

5000K 13950

Lumen Output from 
Fixture  
CRI>90

2700K 10950

3000K 11400

3500K 11745

4000K 12090

5000K X

Meat COB 1800K 7155

Food COB 2400K 7380

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Manna

Manna / I01.MLR.09003

IP

kg
5.5

30° 30°
30˚20˚12˚ 40˚ 60˚

160X450mm

Ø115mm
470mm

14
0m

m

Ø115mm Ø115mm

Ø115mm
470mm

17
6m

m

Ø115mm Ø115mm

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI and switch dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution. 
-- Emergency kit system can be integrated.
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COB LED Recessed Series 

LED COB LED

Led Power  3x32W

System Power 3x35W

Lumen Output from 
Fixture  
CRI>80

2700K 12300

3000K 12750

3500K 13125

4000K 13500

5000K 13950

Lumen Output from 
Fixture  
CRI>90

2700K 10950

3000K 11400

3500K 11745

4000K 12090

5000K X

Meat COB 1800K 7155

Food COB 2400K 7380

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Manna

Manna / I01.MLR.09003

IP

kg
5.5

30° 30°
30˚20˚12˚ 40˚ 60˚

160X450mm

Ø115mm
470mm

14
0m

m

Ø115mm Ø115mm

Ø115mm
470mm

17
6m

m

Ø115mm Ø115mm

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI and switch dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution. 
-- Emergency kit system can be integrated.

COB LED Recessed Series Manna Mini

Similar concept with MANNA but with smaller dimensions.
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COB LED Recessed Series 

LED COB LED

Led Power  26W

System Power 28W

Lumen Output from 
Fixture  
CRI>80

2700K 3150

3000K 3250

3500K 3350

4000K 3450

5000K 3550

Lumen Output from 
Fixture 
CRI>90

2700K 2860

3000K 2950

3500K 3040

4000K 3135

5000K X

Meat COB 1800K 1725

Food COB 2400K 1775

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Manna Mini

Manna Mini / I01.MLR.08001

IP

kg
0.8

30° 30°

Accessories 

30˚20˚ 40˚ 60˚

132X132mm

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

Ø94mm

144mm

14
4m

m

144mm

97
m

m

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI and switch dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution. 
-- Emergency kit system can be integrated.
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COB LED Recessed Series 

LED COB LED

Led Power  26W

System Power 28W

Lumen Output from 
Fixture  
CRI>80

2700K 3150

3000K 3250

3500K 3350

4000K 3450

5000K 3550

Lumen Output from 
Fixture 
CRI>90

2700K 2860

3000K 2950

3500K 3040

4000K 3135

5000K X

Meat COB 1800K 1725

Food COB 2400K 1775

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Manna Mini

Manna Mini / I01.MLR.08001

IP

kg
0.8

30° 30°

Accessories 

30˚20˚ 40˚ 60˚

132X132mm

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

Ø94mm

144mm

14
4m

m

144mm

97
m

m

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI and switch dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution. 
-- Emergency kit system can be integrated.

COB LED Recessed Series 

LED COB LED

Led Power  2x26W

System Power 2x28W

Lumen Output from 
Fixture  
CRI>80

2700K 6300

3000K 6500

3500K 6700

4000K 6900

5000K 7100

Lumen Output from 
Fixture 
CRI>90

2700K 5720

3000K 5900

3500K 6080

4000K 6270

5000K X

Meat COB 1800K 3450

Food  COB 2400K 3550

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Manna Mini

Manna Mini / I01.MLR.08002

IP

kg
1.4

30° 30°
30˚20˚ 40˚ 60˚

132X260mm

Ø94mm
275mm

14
4m

m

Ø94mm

275mm

97
m

m

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI and switch dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution. 
-- Emergency kit system can be integrated.
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COB LED Recessed Series 

LED COB LED

Led Power  3x26W

System Power 3x28W

Lumen Output from 
Fixture  
CRI>80

2700K 9450

3000K 9750

3500K 1050

4000K 10350

5000K 10650

Lumen Output from 
Fixture 
CRI>90

2700K 8580

3000K 8850

3500K 9120

4000K 9405

5000K X

Meat COB 1800K 5175

Food COB 2400K 5325

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Manna Mini

Manna Mini / I01.MLR.08003

IP

kg
2

30° 30°
30˚20˚ 40˚ 60˚

160X455mm

405mm

14
5m

m

Ø94mm Ø94mm Ø94mm

405mm

96
m

m

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI and switch dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution. 
-- Emergency kit system can be integrated.
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COB LED Recessed Series 

LED COB LED

Led Power  3x26W

System Power 3x28W

Lumen Output from 
Fixture  
CRI>80

2700K 9450

3000K 9750

3500K 1050

4000K 10350

5000K 10650

Lumen Output from 
Fixture 
CRI>90

2700K 8580

3000K 8850

3500K 9120

4000K 9405

5000K X

Meat COB 1800K 5175

Food COB 2400K 5325

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Manna Mini

Manna Mini / I01.MLR.08003

IP

kg
2

30° 30°
30˚20˚ 40˚ 60˚

160X455mm

405mm

14
5m

m

Ø94mm Ø94mm Ø94mm

405mm

96
m

m

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI and switch dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution. 
-- Emergency kit system can be integrated.

COB LED Recessed Series 

LED COB LED

Led Power  32W

System Power 35W

Lumen Output from 
Fixture  
CRI>80

2700K 4100

3000K 4250

3500K 4375

4000K 4500

5000K 4650

Lumen Output from 
Fixture  
CRI>90

2700K 3650

3000K 3800

3500K 3915

4000K 4030

5000K X

Meat COB 1800K 2385

Food COB 2400K 2460

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Warm Dimming Option π

Trimo

Trimo / I01.MLR.18025

kg
1.4

30˚20˚12˚ 40˚ 60˚

Accessories 

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

Ø155mm

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI, switch dim and warm dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution. 
-- Emergency kit system can be integrated.

IP

16
8m

m

Ø170mm

66
m

m
10

2m
m Ø115mm

Ø170mm
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COB LED Recessed Series 

LED COB LED

Led Power  26W

System Power 28W

Lumen Output from 
Fixture  
CRI>80

2700K 3150

3000K 3250

3500K 3350

4000K 3450

5000K 3550

Lumen Output from 
Fixture  
CRI>90

2700K 2860

3000K 2950

3500K 3040

4000K 3135

5000K X

Meat COB 1800K 1725

Food COB 2400K 1775

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Warm Dimming Option π

Accessories 

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

Trimo

Trimo / I01.MLR.18020

kg
0.7

30˚20˚ 40˚ 60˚

Ø110mm
Ø125mm

42
m

m11
0m

m

Ø125mm

Ø79mm

Ø100mm

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI, switch dim and warm dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution. 
-- Emergency kit system can be integrated.

IP
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COB LED Recessed Series 

LED COB LED

Led Power  26W

System Power 28W

Lumen Output from 
Fixture  
CRI>80

2700K 3150

3000K 3250

3500K 3350

4000K 3450

5000K 3550

Lumen Output from 
Fixture  
CRI>90

2700K 2860

3000K 2950

3500K 3040

4000K 3135

5000K X

Meat COB 1800K 1725

Food COB 2400K 1775

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Warm Dimming Option π

Accessories 

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

Trimo

Trimo / I01.MLR.18020

kg
0.7

30˚20˚ 40˚ 60˚

Ø110mm
Ø125mm

42
m

m11
0m

m

Ø125mm

Ø79mm

Ø100mm

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI, switch dim and warm dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution. 
-- Emergency kit system can be integrated.

IP

COB LED Recessed Series 

LED COB LED

Led Power  13W

System Power 14W

Lumen Output from 
Fixture  
CRI>80

2700K 1135

3000K 1170

3500K 1205

4000K 1240

5000K 1280

Lumen Output from 
Fixture  
CRI>90

2700K 1032

3000K 1064

3500K 1095

4000K 1129

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Warm Dimming Option π

Mini Trimo

Mini Trimo / I01.MLR.18015

kg
0.6

24˚ 48˚

Ø90mm
Ø97mm

63
m

m

13
3m

m

Ø57mm

Ø97mm

Beam Angle: 24° 14W COB LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 11.8° 9498

20166

E(0)°
E(C0) 11.8°

5041
2375

2241
1055

1260
594

807
380

560
264

E(0)°
E(C0) 11.8°

E(0)°
E(C0) 11.8°

E(0)°
E(C0) 11.8°

E(0)°
E(C0) 11.8°

0.21

0.42

0.63

0.84

1.04

1.253.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

2000

3000

4000

5000

cd/klm

Beam Angle: 48° 14W COB LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 20.8° 16855

41050

E(0)°
E(C0) 20.8°

10263
4214

4561
1873

2566
1053

1642
674

1140
468

E(0)°
E(C0) 20.8°

E(0)°
E(C0) 20.8°

E(0)°
E(C0) 20.8°

E(0)°
E(C0) 20.8°

0.38

0.76

1.14

1.52

1.90

2.283.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

800

1200

1600

2000

cd/klm

IP

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI, switch dim and warm dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution. 
-- Emergency kit system can be integrated.

Accessories 

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP
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COB LED Recessed Series 

LED COB LED

Led Power  6W

System Power 7W

Lumen Output from 
Fixture  
CRI>80

2700K 630

3000K 650

3500K 670

4000K 690

5000K 710

Lumen Output from 
Fixture  
CRI>90

2700K 575

3000K 590

3500K 610

4000K 630

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Warm Dimming Option π

Mini Trimo

Mini Trimo / I01.MLR.18010

kg
0.4

36˚

Ø80mm
85mm

63
m

m11
5m

m 48mm

85mm

Beam Angle: 36° 7W COB LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 17.3° 2849

6536

E(0)°
E(C0) 17.3°

1634
712

726
317

408
178

261
114

182
79

E(0)°
E(C0) 17.3°

E(0)°
E(C0) 17.3°

E(0)°
E(C0) 17.3°

E(0)°
E(C0) 17.3°

0.31

0.62

0.93

1.25

1.56

1.873.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

1000

1500

2000

3000

cd/klm

IP

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI, switch dim and warm dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution. 
-- Emergency kit system can be integrated.

Accessories 

Colour Filter

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

76



M
ul

tic
hi

p 
Le

d 
R

ec
es

se
d 

COB LED Recessed Series 

LED COB LED

Led Power 6W

System Power 7W

Lumen Output from 
Fixture  
CRI>80

2700K 630

3000K 650

3500K 670

4000K 690

5000K 710

Lumen Output from 
Fixture  
CRI>90

2700K 575

3000K 590

3500K 610

4000K 630

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Warm Dimming Option π

Mini Trimo

Mini Trimo / I01.MLR.18010

kg
0.4

36˚

Ø80mm
85mm

63
m

m11
5m

m 48mm

85mm

Beam Angle: 36° 7W COB LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 17.3° 2849

6536

E(0)°
E(C0) 17.3°

1634
712

726
317

408
178

261
114

182
79

E(0)°
E(C0) 17.3°

E(0)°
E(C0) 17.3°

E(0)°
E(C0) 17.3°

E(0)°
E(C0) 17.3°

0.31

0.62

0.93

1.25

1.56

1.873.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

1000

1500

2000

3000

cd/klm

IP

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI, switch dim and warm dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution. 
-- Emergency kit system can be integrated.

Accessories 

Colour Filter

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP
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COB LED Recessed Series 

24˚ 48˚

LED COB LED

Led Power  13W

System Power 14W

Lumen Output from 
Fixture  
CRI>80

2700K 1135

3000K 1170

3500K 1205

4000K 1240

5000K 1280

Lumen Output from 
Fixture  
CRI>90

2700K 1032

3000K 1064

3500K 1095

4000K 1129

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Warm Dimming Option π

Minilux

Minilux / I01.MLR.17070

kg
0.5

Ø104mm

95
m

m

Ø65mm

Ø45mm

Ø68mm

Ø104mm

Ø95mm

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI, switch dim and warm dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Medium and wide beam angle options available with rotationally symmetric light 
   distribution. 
-- Emergency kit system can be integrated.

Beam Angle: 24° 14W COB LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 11.8° 9498

20166

E(0)°
E(C0) 11.8°

5041
2375

2241
1055

1260
594

807
380

560
264

E(0)°
E(C0) 11.8°

E(0)°
E(C0) 11.8°

E(0)°
E(C0) 11.8°

E(0)°
E(C0) 11.8°

0.21

0.42

0.63

0.84

1.04

1.253.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

2000

3000

4000

5000

cd/klm

Beam Angle: 48° 14W COB LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 20.8° 16855

41050

E(0)°
E(C0) 20.8°

10263
4214

4561
1873

2566
1053

1642
674

1140
468

E(0)°
E(C0) 20.8°

E(0)°
E(C0) 20.8°

E(0)°
E(C0) 20.8°

E(0)°
E(C0) 20.8°

0.38

0.76

1.14

1.52

1.90

2.283.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

800

1200

1600

2000

cd/klm

IP

Accessories 

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

15° 15°
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COB LED Recessed Series 

LED COB LED

Led Power  13W

System Power 14W

Lumen Output from 
Fixture  
CRI>80

2700K 1135

3000K 1170

3500K 1205

4000K 1240

5000K 1280

Lumen Output from 
Fixture  
CRI>90

2700K 1032

3000K 1064

3500K 1095

4000K 1129

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Warm Dimming Option π

Minilux

Minilux / I01.MLR.17075

kg
0.5

15° 15°

Ø110mm

11
7m

m

Ø110mm

Ø95mm

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI, switch dim and warm dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Medium and wide beam angle options available with rotationally symmetric light 
   distribution. 
-- Emergency kit system can be integrated.

Beam Angle: 24° 14W COB LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 11.8° 9498

20166

E(0)°
E(C0) 11.8°

5041
2375

2241
1055

1260
594

807
380

560
264

E(0)°
E(C0) 11.8°

E(0)°
E(C0) 11.8°

E(0)°
E(C0) 11.8°

E(0)°
E(C0) 11.8°

0.21

0.42

0.63

0.84

1.04

1.253.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

2000

3000

4000

5000

cd/klm

Beam Angle: 48° 14W COB LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 20.8° 16855

41050

E(0)°
E(C0) 20.8°

10263
4214

4561
1873

2566
1053

1642
674

1140
468

E(0)°
E(C0) 20.8°

E(0)°
E(C0) 20.8°

E(0)°
E(C0) 20.8°

E(0)°
E(C0) 20.8°

0.38

0.76

1.14

1.52

1.90

2.283.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

800

1200

1600

2000

cd/klm

Accessories

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

IP

24˚ 48˚
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COB LED Recessed Series 

LED COB LED

Led Power  13W

System Power 14W

Lumen Output from 
Fixture  
CRI>80

2700K 1135

3000K 1170

3500K 1205

4000K 1240

5000K 1280

Lumen Output from 
Fixture  
CRI>90

2700K 1032

3000K 1064

3500K 1095

4000K 1129

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Warm Dimming Option π

Minilux

Minilux / I01.MLR.17075

kg
0.5

15° 15°

Ø110mm

11
7m

m

Ø110mm

Ø95mm

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI, switch dim and warm dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Medium and wide beam angle options available with rotationally symmetric light 
   distribution. 
-- Emergency kit system can be integrated.

Beam Angle: 24° 14W COB LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 11.8° 9498

20166

E(0)°
E(C0) 11.8°

5041
2375

2241
1055

1260
594

807
380

560
264

E(0)°
E(C0) 11.8°

E(0)°
E(C0) 11.8°

E(0)°
E(C0) 11.8°

E(0)°
E(C0) 11.8°

0.21

0.42

0.63

0.84

1.04

1.253.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

2000

3000

4000

5000

cd/klm

Beam Angle: 48° 14W COB LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 20.8° 16855

41050

E(0)°
E(C0) 20.8°

10263
4214

4561
1873

2566
1053

1642
674

1140
468

E(0)°
E(C0) 20.8°

E(0)°
E(C0) 20.8°

E(0)°
E(C0) 20.8°

E(0)°
E(C0) 20.8°

0.38

0.76

1.14

1.52

1.90

2.283.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

800

1200

1600

2000

cd/klm

Accessories

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

IP

24˚ 48˚
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ZERO Recessed
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ZERO Recessed

ZERO integrates high and low lumen 
package lighting with zero frame look that 
minimizes the appearance of the spotlight in 
ceiling. 

Latest LED technology with highest 
lumen/watt integrated with high efficient reflector 
technology makes ZERO range efficient and 
enviroment friendly lighting solution.

Honeycomb filter to reduce glare and 
colour filter to give different lighting effects can 
be integrated to the luminaire.

Different finishing options of the inner 
ring increases the architectural application 
options.
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COB LED Recessed Series Zero

-- Inner front ring has different finisihing options.

Place the ring into the ceiling. Screw the corner frames and fix it to 
the ceiling.

Open the hole on ceiling according 
to the information given on product 
datasheet.

According to the ceiling thickness, 
adjust the position of the corner 
plates of the ring.

Dissapear the screws by plaster and 
paint.

Plug the led driver to mains. The fixture is ready to use.Place the main housing to the 
outer frame with twist and lock 
mechanism.

Chrome plate 

Matt chrome plate 

Black painted 

White painted 

Copper plated 
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COB LED Recessed Series Zero

-- Inner front ring has different finisihing options.

Place the ring into the ceiling. Screw the corner frames and fix it to 
the ceiling.

Open the hole on ceiling according 
to the information given on product 
datasheet.

According to the ceiling thickness, 
adjust the position of the corner 
plates of the ring.

Dissapear the screws by plaster and 
paint.

Plug the led driver to mains. The fixture is ready to use.Place the main housing to the 
outer frame with twist and lock 
mechanism.

Chrome plate 

Matt chrome plate 

Black painted 

White painted 

Copper plated 
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COB LED Recessed Series Zero Maxi

Zero Maxi / I01.MLR.14046

kg
0

Ø000mm

LED COB LED

Led Power  22W

System Power 24W

Lumen Output from 
Fixture  
CRI>80

2700K 2340

3000K 2410

3500K 2480

4000K 2555

5000K 2630

Lumen Output from 
Fixture  
CRI>90

2700K 2130

3000K 2190

3500K 2260

4000K 2325

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Warm Dimming Option π

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI, switch dim and warm dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Medium beam angle option available with rotationally symmetric light distribution. 
-- Emergency kit system can be integrated.

36˚

IP

Beam Angle: 36° 24W COB LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 17.7° 11255

25989

E(0)°
E(C0) 17.7°

6497
2814

2888
1251

1624
703

1040
450

722
313

E(0)°
E(C0) 17.7°

E(0)°
E(C0) 17.7°

E(0)°
E(C0) 17.7°

E(0)°
E(C0) 17.7°

0.32

0.64

0.96

1.28

1.60

1.913.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°
cd/klm

1000

1500

2000

2500

3000

Accessories 

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP
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COB LED Recessed Series Zero

Zero / I01.MLR.14045

kg
0

Ø000mm

LED COB LED

Led Power  13W

System Power 14W

Lumen Output from 
Fixture  
CRI>80

2700K 1170

3000K 1205

3500K 1240

4000K 1280

5000K 1315

Lumen Output from 
Fixture  
CRI>90

2700K 1065

3000K 1095

3500K 1130

4000K 1160

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Warm Dimming Option π

28˚

Accessories 

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

Beam Angle: 28° 14W COB LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 13.8° 7611

16598

E(0)°
E(C0) 13.8°

4150
1903

1844
846

1037
476

664
304

461
211

E(0)°
E(C0) 13.8°

E(0)°
E(C0) 13.8°

E(0)°
E(C0) 13.8°

E(0)°
E(C0) 13.8°

0.25

0.49

0.74

0.98

1.23

1.473.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

1600

2400

3200

cd/klm

IP

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI, switch dim and warm dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Medium beam angle option available with rotationally symmetric light distribution. 
-- Emergency kit system can be integrated.
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COB LED Recessed Series Zero

Zero / I01.MLR.14045

kg
0

Ø000mm

LED COB LED

Led Power 13W

System Power 14W

Lumen Output from 
Fixture  
CRI>80

2700K 1170

3000K 1205

3500K 1240

4000K 1280

5000K 1315

Lumen Output from 
Fixture  
CRI>90

2700K 1065

3000K 1095

3500K 1130

4000K 1160

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Warm Dimming Option π

28˚

Accessories 

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

Beam Angle: 28° 14W COB LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 13.8° 7611

16598

E(0)°
E(C0) 13.8°

4150
1903

1844
846

1037
476

664
304

461
211

E(0)°
E(C0) 13.8°

E(0)°
E(C0) 13.8°

E(0)°
E(C0) 13.8°

E(0)°
E(C0) 13.8°

0.25

0.49

0.74

0.98

1.23

1.473.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

1600

2400

3200

cd/klm

IP

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI, switch dim and warm dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Medium beam angle option available with rotationally symmetric light distribution. 
-- Emergency kit system can be integrated.
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COB LED Recessed Series Zero Mini

Zero Mini / I01.MLR.14044

kg
0

Ø000mm

LED COB LED

Led Power  6W

System Power 7W

Lumen Output from 
Fixture 
CRI>80

2700K 650

3000K 672

3500K 690

4000K 713

5000K 734

Lumen Output from 
Fixture  
CRI>90

2700K 590

3000K 608

3500K 626

4000K 645

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Warm Dimming Option π

38˚

Accessories 

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

Beam Angle: 38° 7W COB LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 19.2° 2311

5478

E(0)°
E(C0) 19.2°

1369
578

609
257

342
144

219
92

152
64

E(0)°
E(C0) 19.2°

E(0)°
E(C0) 19.2°

E(0)°
E(C0) 19.2°

E(0)°
E(C0) 19.2°

0.35

0.70

1.04

1.39

1.74

2.093.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

800

1200

1600

2400

cd/klm

IP

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI, switch dim and warm dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Medium beam angle option available with rotationally symmetric light distribution. 
-- Emergency kit system can be integrated.
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DEEPTRIM Recessed
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DEEPTRIM Recessed

DEEPTRIM integrates symmetric and 
asymmetric light distribution options with zero 
frame in both round and square format that 
minimizes the appearance of the spotlight in 
ceiling. 

Latest LED technology with highest 
lumen/watt integrated with high efficient reflector 
technology makes DEEPTRIM range efficient 
and enviroment friendly lighting solution.

Honeycomb filter to reduce glare and 
colour filter to give different lighting effects can 
be integrated to the luminaire.
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COB LED Recessed Series 

LED COB LED

Led Power  14W

System Power 15W

Lumen Output from 
Fixture  
CRI>80

2700K 1158

3000K 1194

3500K 1230

4000K 1267

5000K 1305

Lumen Output from 
Fixture  
CRI>90

2700K 1054

3000K 1085

3500K 1118

4000K 1152

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Warm Dimming Option π

Deeptrim

Deeptrim / I01.MLR.24035

kg
0.6

20˚

85mm

138mm

80
m

m

138mm

12
8m

m

80X90mm

Beam Angle: 24° 15W COB LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 12.4° 9784

20891

E(0)°
E(C0) 12.4°

5223
2446

2321
1087

1306
611

836
391

580
272

E(0)°
E(C0) 12.4°

E(0)°
E(C0) 12.4°

E(0)°
E(C0) 12.4°

E(0)°
E(C0) 12.4°

0.22

0.44

0.66

0.88

1.10

1.323.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

2000

3000

4000

5000

cd/klm

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI, switch dim and warm dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Medium and wide beam angle options available with rotationally symmetric light 
   distribution. 
-- Emergency kit system can be integrated.

Beam Angle: 48° 15W COB LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 20.8° 16855

41050

E(0)°
E(C0) 20.8°

10263
4214

4561
1873

2566
1053

1642
674

1140
468

E(0)°
E(C0) 20.8°

E(0)°
E(C0) 20.8°

E(0)°
E(C0) 20.8°

E(0)°
E(C0) 20.8°

0.38

0.76

1.14

1.52

1.90

2.283.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

800

1200

1600

2000

cd/klm

24˚ 48˚

IP
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COB LED Recessed Series 

LED COB LED

Led Power 14W

System Power 15W

Lumen Output from 
Fixture  
CRI>80

2700K 1158

3000K 1194

3500K 1230

4000K 1267

5000K 1305

Lumen Output from 
Fixture  
CRI>90

2700K 1054

3000K 1085

3500K 1118

4000K 1152

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Warm Dimming Option π

Deeptrim

Deeptrim / I01.MLR.24035

kg
0.6

20˚

85mm

138mm

80
m

m

138mm

12
8m

m

80X90mm

Beam Angle: 24° 15W COB LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 12.4° 9784

20891

E(0)°
E(C0) 12.4°

5223
2446

2321
1087

1306
611

836
391

580
272

E(0)°
E(C0) 12.4°

E(0)°
E(C0) 12.4°

E(0)°
E(C0) 12.4°

E(0)°
E(C0) 12.4°

0.22

0.44

0.66

0.88

1.10

1.323.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

2000

3000

4000

5000

cd/klm

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI, switch dim and warm dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Medium and wide beam angle options available with rotationally symmetric light 
   distribution. 
-- Emergency kit system can be integrated.

Beam Angle: 48° 15W COB LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 20.8° 16855

41050

E(0)°
E(C0) 20.8°

10263
4214

4561
1873

2566
1053

1642
674

1140
468

E(0)°
E(C0) 20.8°

E(0)°
E(C0) 20.8°

E(0)°
E(C0) 20.8°

E(0)°
E(C0) 20.8°

0.38

0.76

1.14

1.52

1.90

2.283.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

800

1200

1600

2000

cd/klm

24˚ 48˚

IP
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COB LED Recessed Series 

LED COB LED

Led Power  14W

System Power 15W

Lumen Output from 
Fixture  
CRI>80

2700K 1257

3000K 1296

3500K 1335

4000K 1375

5000K 1416

Lumen Output from 
Fixture 
CRI>90

2700K 1144

3000K 1178

3500K 1214

4000K 1250

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Warm Dimming Option π

Deeptrim

Deeptrim / I01.MLR.24030

kg
0.5

Ø71mm

163mm

60
m

m

13
0m

m

Ø80mm

163mm

Ø82mm

Beam Angle: Asymmetric 15W COB LED

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

2000

3000

4000

cd/klm

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI, switch dim and warm dimming options available upon request. 
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Honeycomb filter and colour filter accesories available.
-- Asymmetric beam angle option available. 
-- Emergency kit system can be integrated.

IP

89





Power LED Ankastre
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Power LED Downlight Series 

LED SMD LED

Led Power  29W

System Power 31W

Lumen Output from 
Fixture  
CRI>80

2700K 2885

3000K 2976

3500K 3065

4000K 3155

5000K 3252

Lumen Output from 
Fixture  
CRI>90

2700K 2625

3000K 2700

3500K 2785

4000K 2865

5000K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Neptun Mega Downlight

Neptun Mega / I02.PLR.15076

kg
1.2

Ø215mm

Ø230mm

Ø230mm

59
m

m

200

300

400

cd/klm

Beam Angle: 108° 31W SMD LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 54.0° 444

4363

E(0)°
E(C0) 54.0°

1091
111

485
49

273
28

175
18

121
12

E(0)°
E(C0) 54.0°

E(0)°
E(C0) 54.0°

E(0)°
E(C0) 54.0°

E(0)°
E(C0) 54.0°

1.38

2.75

4.13

5.51

6.88

8.263.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

108˚

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI and switch dimming options available upon request. 
-- High efficient opal diffuser. 
-- Basic colours: white, black, silver, antracite dark gray and special color options   
   available upon request.
-- IP44 rating possible with integration of extra silicon gasket upon request.
-- Emergency kit system can be integrated.

IP

Low inner depth of the luminaire creates 
advantage to apply this range to ceilings with low 
depth.

92



Power LED Downlight Series 

LED SMD LED

Led Power  29W

System Power 31W

Lumen Output from 
Fixture  
CRI>80

2700K 2885

3000K 2976

3500K 3065

4000K 3155

5000K 3252

Lumen Output from 
Fixture  
CRI>90

2700K 2625

3000K 2700

3500K 2785

4000K 2865

5000K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Neptun Mega Downlight

Neptun Mega / I02.PLR.15076

kg
1.2

Ø215mm

Ø230mm

Ø230mm

59
m

m

200

300

400

cd/klm

Beam Angle: 108° 31W SMD LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 54.0° 444

4363

E(0)°
E(C0) 54.0°

1091
111

485
49

273
28

175
18

121
12

E(0)°
E(C0) 54.0°

E(0)°
E(C0) 54.0°

E(0)°
E(C0) 54.0°

E(0)°
E(C0) 54.0°

1.38

2.75

4.13

5.51

6.88

8.263.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

108˚

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI and switch dimming options available upon request. 
-- High efficient opal diffuser. 
-- Basic colours: white, black, silver, antracite dark gray and special color options   
   available upon request.
-- IP44 rating possible with integration of extra silicon gasket upon request.
-- Emergency kit system can be integrated.

IP

Low inner depth of the luminaire creates 
advantage to apply this range to ceilings with low 
depth.
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Power LED Downlight Series

LED SMD LED

Led Power  22W

System Power 24W

Lumen Output from 
Fixture  
CRI>80

2700K 2095

3000K 2158

3500K 2223

4000K 2289

5000K 2358

Lumen Output from 
Fixture  
CRI>90

2700K 1900

3000K 1960

3500K 2022

4000K 2080

5000K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

200

300

500

Beam Angle: 103° 24W SMD LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 51.3° 462

3778

E(0)°
E(C0) 51.3°

944
115

420
51

236
29

151
18

105
13

E(0)°
E(C0) 51.3°

E(0)°
E(C0) 51.3°

E(0)°
E(C0) 51.3°

E(0)°
E(C0) 51.3°

1.25

2.50

3.74

4.99

6.24

7.493.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°
cd/klm

Neptun Maxi Downlight

Neptun Maxi / I02.PLR.15077

kg
1.2

103˚

Ø190mm

Ø210mm

Ø210mm

10
5m

m

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI and switch dimming options available upon request. 
-- High efficient opal diffuser. 
-- Basic colours: white, black, silver, antracite dark gray and special color options   
   available upon request.
-- IP44 rating possible with integration of extra silicon gasket upon request.
-- Emergency kit system can be integrated.

IP

93



Power LED Downlight Series 

LED SMD LED

Led Power  19W

System Power 21W

Lumen Output from 
Fixture  
CRI>80

2700K 1861

3000K 1919

3500K 1977

4000K 2035

5000K 2097

Lumen Output from 
Fixture  
CRI>90

2700K 1690

3000K 1740

3500K 1790

4000K 1845

5000K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Neptun Downlight

Neptun / I02.PLR.15078

kg
0.9

-- Die-cast aluminium body.
-- Only to be used with electronic Led driver.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI and switch dimming options available upon request. 
-- High efficient opal diffuser. 
-- Basic colours: white, black, silver and special color options available upon request. 
-- IP44 rating possible with integration of extra silicon gasket upon request.
-- Emergency kit system can be integrated.

200

300

cd/klm

Beam Angle: 105° 21W SMD LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 52.3° 363

3171

E(0)°
E(C0) 52.3°

793
91

352
40

198
23

127
15

88
10

E(0)°
E(C0) 52.3°

E(0)°
E(C0) 52.3°

E(0)°
E(C0) 52.3°

E(0)°
E(C0) 52.3°

1.29

2.59

3.88

5.18

6.47

7.763.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

105˚

Ø175mm

Ø190mm

Ø190mm

59
m

m

Low inner depth of the luminaire creates 
advantage to apply this range to ceilings with low 
depth.

IP

9494



Power LED Downlight Series 

LED SMD LED

Led Power  19W

System Power 21W

Lumen Output from 
Fixture  
CRI>80

2700K 1861

3000K 1919

3500K 1977

4000K 2035

5000K 2097

Lumen Output from 
Fixture  
CRI>90

2700K 1690

3000K 1740

3500K 1790

4000K 1845

5000K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Neptun Downlight

Neptun / I02.PLR.15078

kg
0.9

-- Die-cast aluminium body.
-- Only to be used with electronic Led driver.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI and switch dimming options available upon request. 
-- High efficient opal diffuser. 
-- Basic colours: white, black, silver and special color options available upon request. 
-- IP44 rating possible with integration of extra silicon gasket upon request.
-- Emergency kit system can be integrated.

200

300

cd/klm

Beam Angle: 105° 21W SMD LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 52.3° 363

3171

E(0)°
E(C0) 52.3°

793
91

352
40

198
23

127
15

88
10

E(0)°
E(C0) 52.3°

E(0)°
E(C0) 52.3°

E(0)°
E(C0) 52.3°

E(0)°
E(C0) 52.3°

1.29

2.59

3.88

5.18

6.47

7.763.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

105˚

Ø175mm

Ø190mm

Ø190mm

59
m

m

Low inner depth of the luminaire creates 
advantage to apply this range to ceilings with low 
depth.

IP
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Power LED Downlight Series

LED SMD LED

Led Power  13W

System Power 15W

Lumen Output from 
Fixture  
CRI>80

2700K 1304

3000K 1344

3500K 1374

4000K 1407

5000K 1449

Lumen Output from 
Fixture  
CRI>90

2700K 1185

3000K 1220

3500K 1260

4000K 1295

5000K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Neptun Midi Downlight

Neptun Midi / I02.PLR.15079

kg
0.5

-- Die-cast aluminium body.
-- Only to be used with electronic Led driver.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI and switch dimming options available upon request. 
-- High efficient opal diffuser. 
-- Basic colours: white, black, silver and special color options available upon request. 
-- IP44 rating possible with integration of extra silicon gasket upon request.
-- Emergency kit system can be integrated.

108˚

Ø125mm

Ø140mm

Ø140mm

45
m

m

200

300

400

cd/klm

Beam Angle: 108° 15W SMD LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 53.8° 218

2109

E(0)°
E(C0) 53.8°

527
54

234
24

132
14

84
9

59
6

E(0)°
E(C0) 53.8°

E(0)°
E(C0) 53.8°

E(0)°
E(C0) 53.8°

E(0)°
E(C0) 53.8°

1.37

2.73

4.10

5.47

6.83

8.263.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

Low inner depth of the luminaire creates 
advantage to apply this range to ceilings with low 
depth.

IP

9595



Power LED Downlight Series 

LED SMD LED

Led Power  7W

System Power 8W

Lumen Output from 
Fixture  
CRI>80

2700K 684

3000K 705

3500K 723

4000K 738

5000K 760

Lumen Output from 
Fixture  
CRI>90

2700K 622

3000K 640

3500K 660

4000K 680

5000K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Neptun Mini Downlight

Neptun Mini / I02.PLR.15080

kg
0.3

-- Die-cast aluminium body.
-- Only to be used with electronic Led driver.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI and switch dimming options available upon request. 
-- High efficient opal diffuser. 
-- Basic colours: white, black, silver and special color options available upon request. 
-- IP44 rating possible with integration of extra silicon gasket upon request.
-- Emergency kit system can be integrated.

IP

104˚

Ø90mm

Ø100mm

39
m

m

Ø100mm

200

300

cd/klm

Beam Angle: 104° 8W SMD LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 53.8° 218

2109

E(0)°
E(C0) 53.8°

527
54

234
24

132
14

84
9

59
6

E(0)°
E(C0) 53.8°

E(0)°
E(C0) 53.8°

E(0)°
E(C0) 53.8°

E(0)°
E(C0) 53.8°

1.28

2.55

3.83

5.10

6.38

7.653.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

Low inner depth of the luminaire creates 
advantage to apply this range to ceilings with low 
depth.

9696



Power LED Downlight Series 

LED SMD LED

Led Power  7W

System Power 8W

Lumen Output from 
Fixture  
CRI>80

2700K 684

3000K 705

3500K 723

4000K 738

5000K 760

Lumen Output from 
Fixture  
CRI>90

2700K 622

3000K 640

3500K 660

4000K 680

5000K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Neptun Mini Downlight

Neptun Mini / I02.PLR.15080

kg
0.3

-- Die-cast aluminium body.
-- Only to be used with electronic Led driver.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI and switch dimming options available upon request. 
-- High efficient opal diffuser. 
-- Basic colours: white, black, silver and special color options available upon request. 
-- IP44 rating possible with integration of extra silicon gasket upon request.
-- Emergency kit system can be integrated.

IP

104˚

Ø90mm

Ø100mm

39
m

m

Ø100mm

200

300

cd/klm

Beam Angle: 104° 8W SMD LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 53.8° 218

2109

E(0)°
E(C0) 53.8°

527
54

234
24

132
14

84
9

59
6

E(0)°
E(C0) 53.8°

E(0)°
E(C0) 53.8°

E(0)°
E(C0) 53.8°

E(0)°
E(C0) 53.8°

1.28

2.55

3.83

5.10

6.38

7.653.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

Low inner depth of the luminaire creates 
advantage to apply this range to ceilings with low 
depth.

Power LED Downlight Series 

LED SMD LED

Led Power  11W

System Power 12W

Lumen Output from 
Fixture  
CRI>80

2700K 855

3000K 880

3500K 895

4000K 920

5000K 948

Lumen Output from 
Fixture  
CRI>90

2700K 778

3000K 801

3500K 825

4000K 850

5000K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Leila Mini Downlight

Leila Mini / I02.PLR.15068

kg
0.7

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI and switch dimming options available upon request. 
-- High efficient opal diffuser. 
-- Basic colours: white, black, silver, antracite dark gray and special color options   
   available upon request.
-- Gold plated reflector option available upon request.
-- IP44 rating possible with integration of extra silicon gasket upon request.
-- Emergency kit system can be integrated.

Ø135mm

Ø135mm

75
m

m

Ø120mm

400

600

800

1000

cd/klm

Beam Angle: 65° 12W SMD LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 32.4° 948

3145

E(0)°
E(C0) 32.4°

786
237

349
105

197
59

126
38

87
26

E(0)°
E(C0) 32.4°

E(0)°
E(C0) 32.4°

E(0)°
E(C0) 32.4°

E(0)°
E(C0) 32.4°

0.63

1.27

1.90

2.54

3.17

3.813.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

65˚

IP

9797
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Power LED Downlight Series 

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI and switch dimming options available upon request. 
-- High efficient opal diffuser. 
-- Basic colours: white, black, silver, antracite dark gray and special color options   
   available upon request.
-- Gold plated reflector option available upon request.
-- IP44 rating possible with integration of extra silicon gasket upon request.
-- Emergency kit system can be integrated.

LED SMD LED

Led Power  19W

System Power 21W

Lumen Output from 
Fixture  
CRI>80

2700K 1320

3000K 1360

3500K 1390

4000K 1425

5000K 1468

Lumen Output from 
Fixture  
CRI>90

2700K 1200

3000K 1235

3500K 1273

4000K 1310

5000K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Leila Midi Downlight

Leila Midi / I02.PLR.15070

kg
1.1

400

600

cd/klm

Beam Angle: 68° 21W SMD LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 33.7° 1290

4470

E(0)°
E(C0) 33.7°

1117
323

497
147

279
81

179
52

124
36

E(0)°
E(C0) 33.7°

E(0)°
E(C0) 33.7°

E(0)°
E(C0) 33.7°

E(0)°
E(C0) 33.7°

0.67

1.33

2.00

2.67

3.33

4.003.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

68˚

Ø165mm

Ø180mm

Ø180mm

90
m

m

IP

9898
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Power LED Downlight Series 

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI and switch dimming options available upon request. 
-- High efficient opal diffuser. 
-- Basic colours: white, black, silver, antracite dark gray and special color options   
   available upon request.
-- Gold plated reflector option available upon request.
-- IP44 rating possible with integration of extra silicon gasket upon request.
-- Emergency kit system can be integrated.

LED SMD LED

Led Power  19W

System Power 21W

Lumen Output from 
Fixture  
CRI>80

2700K 1320

3000K 1360

3500K 1390

4000K 1425

5000K 1468

Lumen Output from 
Fixture  
CRI>90

2700K 1200

3000K 1235

3500K 1273

4000K 1310

5000K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Leila Midi Downlight

Leila Midi / I02.PLR.15070

kg
1.1

400

600

cd/klm

Beam Angle: 68° 21W SMD LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 33.7° 1290

4470

E(0)°
E(C0) 33.7°

1117
323

497
147

279
81

179
52

124
36

E(0)°
E(C0) 33.7°

E(0)°
E(C0) 33.7°

E(0)°
E(C0) 33.7°

E(0)°
E(C0) 33.7°

0.67

1.33

2.00

2.67

3.33

4.003.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

68˚

Ø165mm

Ø180mm

Ø180mm

90
m

m

IP

Power LED Downlight Series 

LED SMD LED

Led Power  22W

System Power 24W

Lumen Output from 
Fixture  
CRI>80

2700K 1820

3000K 1877

3500K 1910

4000K 1962

5000K 2020

Lumen Output from 
Fixture  
CRI>90

2700K 1655

3000K 1705

3500K 1758

4000K 1810

5000K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Leila Downlight

Leila / I02.PLR.15072

kg
1.2

300

450

600

cd/klm

Beam Angle: 74° 24W SMD LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 36.7° 1503

5814

E(0)°
E(C0) 36.7°

1454
376

646
167

363
94

233
60

162
42

E(0)°
E(C0) 36.7°

E(0)°
E(C0) 36.7°

E(0)°
E(C0) 36.7°

E(0)°
E(C0) 36.7°

0.75

1.49

2.24

2.98

3.73

4.473.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

74˚

Ø190mm

Ø204mm

Ø204mm

10
2m

m

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI and switch dimming options available upon request. 
-- High efficient opal diffuser. 
-- Basic colours: white, black, silver, antracite dark gray and special color options   
   available upon request.
-- Gold plated reflector option available upon request.
-- IP44 rating possible with integration of extra silicon gasket upon request.
-- Emergency kit system can be integrated.

IP
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Power LED Downlight Series 

LED SMD LED

Led Power  32W

System Power 35W

Lumen Output from 
Fixture 
CRI>80

2700K 2525

3000K 2600

3500K 2660

4000K 2720

5000K 2800

Lumen Output from 
Fixture  
CRI>90

2700K 2300

3000K 2370

3500K 2440

4000K 2515

5000K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Leila Maxi Downlight

Leila Maxi / I02.PLR.15074

kg
1.5

300

450

600

750

cd/klm

Beam Angle: 70° 35W SMD LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 35.1° 2139

7798

E(0)°
E(C0) 35.1°

1950
535

866
238

487
134

312
86

217
59

E(0)°
E(C0) 35.1°

E(0)°
E(C0) 35.1°

E(0)°
E(C0) 35.1°

E(0)°
E(C0) 35.1°

0.70

1.41

2.11

2.81

3.51

4.223.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

70˚

Ø210mm

Ø230mm

Ø230mm

95
m

m

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI and switch dimming options available upon request. 
-- High efficient opal diffuser. 
-- Basic colours: white, black, silver, antracite dark gray and special color options   
   available upon request.
-- Gold plated reflector option available upon request.
-- IP44 rating possible with integration of extra silicon gasket upon request.
-- Emergency kit system can be integrated.

IP
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Power LED Downlight Series 

LED SMD LED

Led Power  32W

System Power 35W

Lumen Output from 
Fixture 
CRI>80

2700K 2525

3000K 2600

3500K 2660

4000K 2720

5000K 2800

Lumen Output from 
Fixture  
CRI>90

2700K 2300

3000K 2370

3500K 2440

4000K 2515

5000K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Leila Maxi Downlight

Leila Maxi / I02.PLR.15074

kg
1.5

300

450

600

750

cd/klm

Beam Angle: 70° 35W SMD LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 35.1° 2139

7798

E(0)°
E(C0) 35.1°

1950
535

866
238

487
134

312
86

217
59

E(0)°
E(C0) 35.1°

E(0)°
E(C0) 35.1°

E(0)°
E(C0) 35.1°

E(0)°
E(C0) 35.1°

0.70

1.41

2.11

2.81

3.51

4.223.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

70˚

Ø210mm

Ø230mm

Ø230mm

95
m

m

-- Die-cast aluminium body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- 1-10V, DALI and switch dimming options available upon request. 
-- High efficient opal diffuser. 
-- Basic colours: white, black, silver, antracite dark gray and special color options   
   available upon request.
-- Gold plated reflector option available upon request.
-- IP44 rating possible with integration of extra silicon gasket upon request.
-- Emergency kit system can be integrated.

IP

101101





Multichip LED Surface



COB LED Surface Series 

LED COB LED

Led Power  32W

System Power 35W

Lumen Output from 
Fixture  
CRI>80

2700K 4100

3000K 4250

3500K 4375

4000K 4500

5000K 4650

Lumen Output from 
Fixture  
CRI>90

2700K 3650

3000K 3800

3500K 3915

4000K 4030

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Pipa  Maxi

Pipa Maxi / I01.MLS.16014

kg
0

-- Aluminium profile body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- DALI, 1-10V and switch dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Rustic black, copper, matt chrome and brass coating options available upon request. 
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution.

Accessories 

Ø137mm

Ø115mm

Ø115mm

Ø137mm

23
0m

m

30˚20˚12˚ 40˚ 60˚

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter

Art.Nr.: .VBP

IP
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COB LED Surface Series 

LED COB LED

Led Power  32W

System Power 35W

Lumen Output from 
Fixture  
CRI>80

2700K 4100

3000K 4250

3500K 4375

4000K 4500

5000K 4650

Lumen Output from 
Fixture  
CRI>90

2700K 3650

3000K 3800

3500K 3915

4000K 4030

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Pipa  Maxi

Pipa Maxi / I01.MLS.16014

kg
0

-- Aluminium profile body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- DALI, 1-10V and switch dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Rustic black, copper, matt chrome and brass coating options available upon request. 
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution.

Accessories 

Ø137mm

Ø115mm

Ø115mm

Ø137mm

23
0m

m

30˚20˚12˚ 40˚ 60˚

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter

Art.Nr.: .VBP

IP
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COB LED Surface Series 

LED COB LED

Led Power  26W

System Power 28W

Lumen Output from 
Fixture  
CRI>80

2700K 3150

3000K 3250

3500K 3350

4000K 3450

5000K 3550

Lumen Output from 
Fixture  
CRI>90

2700K 2860

3000K 2950

3500K 3040

4000K 3135

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

-- Aluminium profile body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- DALI, 1-10V and switch dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Rustic black, copper, matt chrome and brass coating options available upon request. 
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution.

Accessories

Pipa

Pipa / I01.MLS.17010

kg
0

30˚20˚ 40˚ 60˚

Ø94mm

Ø118mm

21
0m

m

Ø94mm

Ø118mm

IP
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COB LED Surface Series 

LED COB LED

Led Power  13W

System Power 14W

Lumen Output from 
Fixture  
CRI>80

2700K 1135

3000K 1170

3500K 1205

4000K 1240

5000K 1280

Lumen Output from 
Fixture  
CRI>90

2700K 1032

3000K 1064

3500K 1095

4000K 1129

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option X

1-10V Dimming Option X

Dali Dimming Option π

Pipa Midi

Pipa Midi / I01.MLS.17070

kg
0

16
7m

m

Ø88mm

Ø88mm

Accessories 

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

Beam Angle: 24° 14W COB LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 11.8° 9498

20166

E(0)°
E(C0) 11.8°

5041
2375

2241
1055

1260
594

807
380

560
264

E(0)°
E(C0) 11.8°

E(0)°
E(C0) 11.8°

E(0)°
E(C0) 11.8°

E(0)°
E(C0) 11.8°

0.21

0.42

0.63

0.84

1.04

1.253.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

2000

3000

4000

5000

cd/klm

Beam Angle: 48° 14W COB LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 20.8° 16855

41050

E(0)°
E(C0) 20.8°

10263
4214

4561
1873

2566
1053

1642
674

1140
468

E(0)°
E(C0) 20.8°

E(0)°
E(C0) 20.8°

E(0)°
E(C0) 20.8°

E(0)°
E(C0) 20.8°

0.38

0.76

1.14

1.52

1.90

2.283.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

800

1200

1600

2000

cd/klm

24˚ 48˚

-- Aluminium profile body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- DALI dimming option available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Rustic black, copper, matt chrome and brass coating options available upon request. 
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution.

IP
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COB LED Surface Series 

LED COB LED

Led Power  13W

System Power 14W

Lumen Output from 
Fixture  
CRI>80

2700K 1135

3000K 1170

3500K 1205

4000K 1240

5000K 1280

Lumen Output from 
Fixture  
CRI>90

2700K 1032

3000K 1064

3500K 1095

4000K 1129

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option X

1-10V Dimming Option X

Dali Dimming Option π

Pipa Midi

Pipa Midi / I01.MLS.17070

kg
0

16
7m

m

Ø88mm

Ø88mm

Accessories 

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

Beam Angle: 24° 14W COB LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 11.8° 9498

20166

E(0)°
E(C0) 11.8°

5041
2375

2241
1055

1260
594

807
380

560
264

E(0)°
E(C0) 11.8°

E(0)°
E(C0) 11.8°

E(0)°
E(C0) 11.8°

E(0)°
E(C0) 11.8°

0.21

0.42

0.63

0.84

1.04

1.253.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

2000

3000

4000

5000

cd/klm

Beam Angle: 48° 14W COB LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 20.8° 16855

41050

E(0)°
E(C0) 20.8°

10263
4214

4561
1873

2566
1053

1642
674

1140
468

E(0)°
E(C0) 20.8°

E(0)°
E(C0) 20.8°

E(0)°
E(C0) 20.8°

E(0)°
E(C0) 20.8°

0.38

0.76

1.14

1.52

1.90

2.283.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

800

1200

1600

2000

cd/klm

24˚ 48˚

-- Aluminium profile body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- DALI dimming option available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Rustic black, copper, matt chrome and brass coating options available upon request. 
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution.

IP
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COB LED Surface Series 

Accessories 

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter

Art.Nr.: .VBP

LED COB LED

Led Power  6W

System Power 7W

Lumen Output from 
Fixture  
CRI>80

2700K 650

3000K 672

3500K 690

4000K 713

5000K 734

Lumen Output from 
Fixture  
CRI>90

2700K 590

3000K 607

3500K 626

4000K 645

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option X

1-10V Dimming Option X

Dali Dimming Option π

Pipa Mini

Pipa Mini / I01.MLS.17080

kg
0

13
5m

m

Ø71mm

Ø71mm

26˚

-- Aluminium profile body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- DALI dimming option available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Rustic black, copper, matt chrome and brass coating options available upon request. 
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution.

-

Beam Angle: 26° 7W COB LED

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°
E(C0) 13.0° 2085

4499

E(0)°
E(C0) 13.0°

1125
521

500
232

281
130

180
83

125
58

E(0)°
E(C0) 13.0°

E(0)°
E(C0) 13.0°

E(0)°
E(C0) 13.0°

E(0)°
E(C0) 13.0°

0.23

0.46

0.69

0.92

1.15

1.393.0

90° 90°

105°105°

75° 75°

60° 60°

45° 45°

30° 15° 0° 15° 30°

800

1200

1600

2400

cd/klm

IP
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Multichip LED Pendant



COB LED Pendant Series 

LED COB LED

Led Power  32W

System Power 35W

Lumen Output from 
Fixture  
CRI>80

2700K 4100

3000K 4250

3500K 4375

4000K 4500

5000K 4650

Lumen Output from 
Fixture  
CRI>90

2700K 3650

3000K 3800

3500K 3915

4000K 4030

5000K X

Meat COB 1800K 2385

Food COB 2400K 2460

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Pipa Maxi Pendant

Pipa Maxi Pendant / I01.MLP.16014

kg
0

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

Ø115mm

Ø137mm

23
0m

m

Ø137mm

Ø115mm

-- Aluminium profile body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- DALI, 1-10V and switch dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Rustic black, copper, matt chrome and brass coating options available upon request. 
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution.

Accessories

IP

40˚30˚20˚12˚ 60˚

Rustic black, copper, matt chrome and brass 
coating options on surface of PIPA.

.

Steel suspension cord with up to 5mt 
lenght option.

Mains feed cover with integrated 
cable cord grip integrated.
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COB LED Pendant Series 

LED COB LED

Led Power  32W

System Power 35W

Lumen Output from 
Fixture  
CRI>80

2700K 4100

3000K 4250

3500K 4375

4000K 4500

5000K 4650

Lumen Output from 
Fixture  
CRI>90

2700K 3650

3000K 3800

3500K 3915

4000K 4030

5000K X

Meat COB 1800K 2385

Food COB 2400K 2460

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Pipa Maxi Pendant

Pipa Maxi Pendant / I01.MLP.16014

kg
0

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

Ø115mm

Ø137mm

23
0m

m

Ø137mm

Ø115mm

-- Aluminium profile body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- DALI, 1-10V and switch dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Rustic black, copper, matt chrome and brass coating options available upon request. 
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution.

Accessories

IP

40˚30˚20˚12˚ 60˚

Rustic black, copper, matt chrome and brass 
coating options on surface of PIPA.

.

Steel suspension cord with up to 5mt 
lenght option.

Mains feed cover with integrated 
cable cord grip integrated.
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COB LED Pendant Series 

LED COB LED

Led Power  26W

System Power 28W

Lumen Output from 
Fixture  
CRI>80

2700K 3150

3000K 3250

3500K 3350

4000K 3450

5000K 3550

Lumen Output from 
Fixture  
CRI>90

2700K 2860

3000K 2950

3500K 3040

4000K 3135

5000K X

Meat COB 1800K 1725

Food COB 2400K 1775

Mains Switch Dim Option π

1-10V Dimming Option π

Dali Dimming Option π

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

Pipa Pendant

Pipa Pendant / I01.MLP.17010

kg
0

Ø94mm

Ø118mm

21
0m

m

Ø94mm
Ø118mm

-- Aluminium profile body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- DALI, 1-10V and switch dimming options available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Rustic black, copper, matt chrome and brass coating options available upon request. 
-- Honeycomb filter and colour filter accesories available.
-- Narrow, medium and wide beam angle options available with rotationally symmetric 
   light distribution.

Accessories

IP

40˚30˚20˚ 60˚

Rustic black, copper, matt chrome and brass 
coating options on surface of PIPA.

Steel suspension cord with up to 
5mt lenght option.

Mains feed cover with integrated 
cable cord grip integrated.

111



COB LED Pendant Series 

LED COB LED

Led Power  13W

System Power 14W

Lumen Output from 
Fixture  
CRI>80

2700K 1135

3000K 1170

3500K 1205

4000K 1240

5000K 1280

Lumen Output from 
Fixture  
CRI>90

2700K 1032

3000K 1064

3500K 1095

4000K 1129

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option X

1-10V Dimming Option X

Dali Dimming Option π

Pipa Midi Pendant

Pipa Midi Pendant / I01.MLP.17070

kg
0

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

16
7m

m

Ø88mm

Ø88mm

48˚24˚

IP

Rustic black, copper, matt chrome and brass 
coating options on surface of PIPA.

Steel suspension cord with up to 5mt 
lenght option.

Mains feed cover with integrated 
cable cord grip integrated.

-- Aluminium profile body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- DALI dimming option available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Rustic black, copper, matt chrome and brass coating options available upon request. 
-- Honeycomb filter and colour filter accesories available.
-- Medium and wide beam angle options available with rotationally symmetric light
   distribution.

Accessories 
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COB LED Pendant Series 

LED COB LED

Led Power 13W

System Power 14W

Lumen Output from 
Fixture  
CRI>80

2700K 1135

3000K 1170

3500K 1205

4000K 1240

5000K 1280

Lumen Output from 
Fixture  
CRI>90

2700K 1032

3000K 1064

3500K 1095

4000K 1129

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option X

1-10V Dimming Option X

Dali Dimming Option π

Pipa Midi Pendant

Pipa Midi Pendant / I01.MLP.17070

kg
0

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

16
7m

m

Ø88mm

Ø88mm

48˚24˚

IP

Rustic black, copper, matt chrome and brass 
coating options on surface of PIPA.

Steel suspension cord with up to 5mt 
lenght option.

Mains feed cover with integrated 
cable cord grip integrated.

-- Aluminium profile body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- DALI dimming option available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Rustic black, copper, matt chrome and brass coating options available upon request.
-- Honeycomb filter and colour filter accesories available.
-- Medium and wide beam angle options available with rotationally symmetric light
   distribution.

Accessories 

M
ul

tic
hi

p 
Le

d 
P

en
da

nt
 

COB LED Pendant Series 

LED COB LED

Led Power  6W

System Power 7W

Lumen Output from 
Fixture  
CRI>80

2700K 650

3000K 672

3500K 690

4000K 713

5000K 734

Lumen Output from 
Fixture  
CRI>90

2700K 590

3000K 607

3500K 626

4000K 645

5000K X

Meat COB 1800K X

Food COB 2400K X

Mains Switch Dim Option X

1-10V Dimming Option X

Dali Dimming Option π

Colour Filter 

Art.Nr.: .CLF

Honeycomb Filter 

Art.Nr.: .VBP

Pipa Mini Pendant

Pipa Mini Pendant / I01.MLP.17080

kg
0

13
5m

m

Ø71mm

Ø71mm

26˚

IP

Rustic black, copper, matt chrome and brass 
coating options on surface of PIPA.

.

Steel suspension cord with up to 5mt 
lenght option.

Mains feed cover with integrated 
cable cord grip integrated.

-- Aluminium profile body.
-- Mains voltege: 220-240V / 50-60Hz.
-- Clever thermal design.
-- DALI dimming option available upon request.
-- Clear safety glass. 
-- Basic colours: white, black, silver, dark silver and special color options.
-- Rustic black, copper, matt chrome and brass coating options available upon request. 
-- Honeycomb filter and colour filter accesories available.
-- Medium beam angle option available with rotationally symmetric light distribution.

.Accessories 
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